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43.20.0 50. WSR 05 -15-119,8246 -272A-990, filed

7/18/05, effective 9/15/05.] Repealed by WSR 10 -16-
108, filed 8/2/10, effective 9/2/10. Statutory

Authority: RCW 43.70.110, 43.70.250, 43.20B.020, and

2010 c 37. Later promulgation, see chapter 246 - 272

WAC.

PURPOSEAND ADMINISTRATION

WAC 246- 272A- 0001 Purpose, objectives, and authority. (1)
The purpose of this chapter is to protect the public health by
minimizing:

(a) The potential for public exposure to sewage from on -
site sewage systems ~(0SS) ; and

(b) Adverse eff ects to public health that discharges from
on-—site-sewage-systems——0OSS may have on ground and surface waters.

(2) This chapter regulates the location, design,

installation, operation, maintenance, and monitoring of on- site

sewage-systems—OSS to:
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(a) Achieve e ffective long - term sewage treatment and

effluent dispersal; and

(b) Limit the discharge of contaminants to waters of the

state.

(3) The state board of health is authorized under RCW

43.20.050 to establish minimum requirements for the department

of health a nd local boards of health, and consistent with RCW

43.70.310 integrating the preservation of public health with

protection of the environment in order to endorse policies in

common.

(4) This chapter is intended to coordinate with other

applicable statutes and rules for the design of on- site sewage

systems—OSS under chapter 18.210 RCW and chapter 196 - 33 WAC.

(5) This chapter is intended to coordinate with other

applicable statutes for land use planning under chapters 36.70

and 36.70A RCW, and the statutes for

chapter 58.17 RCW.

[Statutory Authority: RCW 43.20.050. WSR 05
0001, filed 7/18/05, effective 9/15/05.]
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WAC 246- 272A- 0005 Administration. The local health
officers and the department shall administer this ch apter under
the authority and requirements of chapters 70.05, 70.08, 70.118,

70.46, 70A.105,70 A.110, and43.70 RCW.RCW 70.05.060(7)

authorizes local health officers to charge fees for the

administration of this chapter.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-
0005, filed 7/18/05, effective 9/15/05.]

NEW SECTION

WAC 246- 272A- 0007 Applicability. (1) The local health

officer:

(a) Shall apply this chapter to OSS for treatment, siting,

design, installation, and operation and maintenance measures

treating sewage and dispersing effluent from residential sources

with design flows up to three thousand five hundred gallons per

day;

(b) May apply this chapter to OSS for nonresidential

sources of sewage if treatment, si ting, design, installation,

and operation and maintenance measures provide treatment and
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effluent dispersal equal to that required of residential

sources.

(c) May not apply this chapter to industrial wastewater.

(2) The department shall apply the requireme nts of this

chapter for the registration of proprietary treatment and

distribution products.

(3) A valid OSS design approval, or installation permit

issued prior to the effective date of these rules:

(a) Shall be acted upon in accordance with the requireme nts

of this chapter in force at the time of issuance;

(b) Remains valid for a period of not more than five years

from the date of approval or issuance, or remain s valid for an

additional year beyond the effective date of this chapter,

whichever has the mos t lenient expiration date; and

(c) May be modified to include additional requirements if

the health officer determines that a serious threat to public

health exists.

(4) This chapter does not apply to facilities regulated as

reclaimed water use under chapt er 90.46 RCW and chapter 173 -219

WAC.
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WAC 246- 272A- 0010 Definitions , abbreviations , and

acro nyms.  {&)—The definitions, abbreviations and Aacronyms used-
- in this section apply throughout this chapter unless the

context clearly indicates otherwise

eal ¥ L

"osS™ i -

WAC (6/01/2022 11:46 AM) [ 9] NOT FOR FILING



(1) "Additive" means a commercial product added to an on-

site-sewage-system——0OSS intended to affect the performance or

aesthetics of an on—site-sewage-system——0OSS

(2) "ANSI" means American National Standards Institute.

(3) "Approved" means a written statement of acceptability

issued by the local health officer or the department.

(4) n B a n knéans any naturally occurring slope greater than

one hundred percent (forty - five degrees) and extending

vertically at least five feet from the toe of the slope to the

top of the slope as follows:

WAC (6/01/2022 11:46 AM) [ 10 ] NOT FOR FILING



7\

(5) "Bed" means a soil dispersal component consisting of an

excavation with a width greater than three feet.

(6) ABIl ack meansany waste from toilets or urinals.

(7) "BOD"  means biochemical oxygen demand, typically

expressed in mg/L.

(8) ABui | di n gmedns that pam of the lowest piping

of a buildingds drainage system that receives

sewage from pipes inside the walls of the building and conveys

it to the building sewer beginning two feet outside the building

wall.
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(9) "Building sewer" means that part of the horizontal
piping of a drainage system extending from the building drain,
which collects sewage from all the drainage pipes inside a

building, to an on-site-sewage-systern———(0SS) . It begins two feet

outside the building wall and convey s sewage from the building

drain to the remaining portions oftheon - site sewage system  0OSS

(10) "CBOD" means carbonaceous biochemical oxygen demand,

typically expressed in mg/L.

(11) "Cesspool" means a pit receiving untreated sewage and
allowing the liquid to seep into the surrounding soil or rock.
(12) "Conforming system" means any eon-site-sewage-system——0OSS
or component, meeting any of the following criteria:
(@) In full compliance with new cons truction requirements
under this chapter; or
(b) Approved, installed and operating in accordance with
requirements of previous editions of this chapter; or

(c) Permitted by the waiver process under WAC 246 - 272A- 0420

I blic healt! ion by hial
performance or other methods .
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(13) "Cover material" means soil placed over a soil
dispersal component composed predominately of mineral material
with no greater than ten percent organic content. Cov er material
may contain an organic surface layer for establishing a
vegetative landscape to reduce soil erosion.

(14) "Cuts —andiorbanks—" means any nraturally-oceurringor———
artificially formed slope greater than one hundred percent
(forty - five degrees) and e xtending vertically at least five feet

from the toe of the slope to the top of the slope as follows:

N4
o ZN\4
(15) "Department" means the Washington state department of
health.
(16) "Designer" means a person who matches site and soil
characteristics with appropriate on - site sewage technology.
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Throughout this chapter this term applies to both on-site-sewage—
treatmentsystem——OSS- designers licensed under chapter 18.210 RCW
and professional enginee rs licensed under chapter 18.43 RCW.

(17) "Design flow" means the maximum volume of sewage a
residence, structure, or other facility is estimated to generate
inatwenty  -four -hour period. It incorporates both an operating
capacity and a surge capacity for the system-OSS during periodic
heavy use events. The sizing and design of the on-site-sewage—
system- OSS components are based on the design flow.

(18) "Development"  means the creation of a residence,
structure, facility, subdivision, site, area, or similar
activity resulting in the production of sewage.

(19) "Disinfection” means the process of destroying
pathogenic microorganisms in sewage through the application of

ultraviolet light, chlorination, or ozonation.

(20) "Distribution technology" means any arrangement of
equipment and/-or materials that distributes sewage within an on-
Shoeopenpe e Loan R

(21) A DL meansdi sinfection level.
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"Drain__field" beurt Lol :

(22) "Drainrock" means clean washed gravel or crushed rock
ranging in size from three - quarters inch to two and one - half

inches ;- and containing no more than two percent by weight
passing a US No. 8 sieve and no more than one percent by weight
passing a US No. 200 sieve.

( 23) A D Mm&aBddepartment standards and guidance.

(24 )E.éoli 0 means Escherichia coli bacteria. Counts of

these organisms are typically used to indicate potentia I

contamination from sewage or to describe a level of needed

disinfection, typically expressed as colony forming units / 100

mil.

(25) "Effluent” means liquid discharged from a septie—sewage

tank or other on—site-sewage-system——0OSS component.

(26) "EPA" means United States Environmental Protection
Agency.
(27) "Expanding clay" means a clay soil with the mineralogy

of clay particles, such as those found in the

Montmorillonite/Smectite Group, which causes the clay particles
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to expand when they absorb water, closing the soil pores, and
contract when they dry out.
(28) "Expansion” means a change in a residence, facility,
site, or use that:
(a) Causes the sewage quantity or quality to exceed the
existing design flow of the on-site-system——0OS§ for example, when
a residence is increased from two to three bedrooms or a change
inuse from an office to a restaurant; or
(b) Reduces the treatment or dispersal capability of the
existing oh-site-sewage-system——OSS or the reserve area, for
example, when a building is placed over a reserve area.
(29) "Extremely gravelly” means soil with sixty p ercent or
more, but less than ninety percent rock fragments by volume.
(30) "Failure" means a condition of an on-site-sewage—
system-0OSS or component that threatens the public health by
inadequately treating sewage or by creating a potential for
direct or in direct contact between sewage and the public.
Examples of failure include:

(a) Sewage on the surface of the ground,;
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(b) SewageSeptic backing up into a structure caused by slow
soil absorption of septic tank effluent;
(c) Sewage leaking from a sewage tank o r collection system;
(d) Cesspools or seepage pits where evidence of groundwater
or surface water quality degradation exists;
(e) Inadequately treated effluent contaminating groundwater
or surface water; or
() Noncompliance with standards stipulated on th e permit.

(31) "FC" means fecal coliform.

(32) "Fecal coliform"” means bacteria common to the
digestive systems of warm - blooded animals that are cultured in
standard tests. Counts of these organisms are typically used to
indicate potential contamination from sewage or to describe a

level of needed disinfection —General—ly— typic ally expressed asin_

colon ies—y forming units —per-/ —100 ml.

( 33) A F imeansgdunconsolidated material that:

a) Meets soil types 1 - 6 textural criteria and is used as

part of a dispersal component;

b) Is used to change grade or to enhance surface water

diversion; or
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c) Is any other human - transported material.

(34) AFI ood nednsdnaréa thatis low -lyingan d

adjacent to a stream or river that is covered by water during a

flood. The local health officer may designate low - lying marine

shorelines as part of this definition.

( 35) A GieBns gallons per day.

(36) "Gravelly" means soils with fifteen percent or mo re,
but less than thirty - five percent rock fragments by volume.

(37) " Graywater—Greywater " means sewage from bathtubs,
showers, bathroom sinks, washing machines, dishwashers, and
kitchen sinks. #—Greywater includes sewage from any source in a
residence or structure that has not come into contact with

toilet or urinal wastes.

(38) "Groundwater"  means subsurface water occupying the
zone of saturated soil, permanently, seasonally, or as the
result of the tides. Indications of groundwater may include:

(a) Water  seeping into or standing in an open excavation
from the soil surrounding the excavation or monitoring ports.

(b) Spots or blotches of different color or shades of color

interspersed with a dominant color in soil, caused by reduction
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and oxidation of iron. These color patterns are redoximorphic
features, commonly referred to as mottling. Redoximorphic

features often indicate the intermittent presence of groundwater

and may indicate poor aeration and impeded drainage. Alsosee—
nater table.
(39 ) "Holding tank sewage system" means an on-site-sewage—

system-OSS whieh-that  incorporates a sewage tank without a
discharge outlet, the services of a sewage pumper/hauler, and

the offsite treatment and disposal for the sewage generated.

(40) "Hydraulic loading rate”  means the amount of effluent
applied to a given treatment step, i-this-ehapter———expressed as
gallons per square foot per day or {gal/sq.ft./day >

(41) "Industrial wastewater" means the water or liquid

carried waste from an industrial process. These wastes may

result from any process or activity of industry, manufacture,

trade or business, from the development of any natural resource,

or from animal operations such as feedlots, poultry houses, or

dairies. Fhe-term—Industr ial wastewater includes contaminated

stormwater and leachate from solid waste facilities.
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(42) "Infiltrative surface" means the surface within a
treatment component or soil dispersal component to which
effluent i s applied and through which effluent moves into

original, undisturbed soil or other porous treatment media.

(4 3) "Installer" means a person approved by the local
health officer to install an en-site-sewage-systems——OSS or OSS
components.

(44) "Local health o fficer" means the health officer of the
city, county, or city - county health department or district

within the state of Washington, or a representative authorized
by and under the direct supervision of the local health officer,
as defined in chapter 70.05 R CW.
(45) "LOSS" means a large on - site sewage system under
chapter 246 - 272B WAC.
(46) "Maintenance" means the actions necessary to keep the

on-site-sewage-system——0OSS components functioning as designed.

(47) nAMaintenance ser vmeansarpanagemerder O

entity certified by the local health officer and conducts a

comprehensive analysis of a n OSS wastewater treatment system .
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(48) AMal f u mmdns axdandaged or system—deficient ey

previously conformin g OSS component that €an-may be corrected by

means of a minor repair.

(49) "Massive structure" means the condition of a soil
layer in which the layer appears as a coherent or solid mass not
separated into peds of any kind.

(50) A mgneangdmilligrams per liter.

méans milliliter.

3t

(51)

(52) "Minimum usable land area" means the minimum land area

within the minimum lot size required per development using an

OSS, which is based on soil type and type of water supply.

Minimum usable land area must be holpemecondesle o o O

which-neludes-an-area——free of all physical restrictions and

meets sui-tableseoilconditions————and—meet— minimum vertical and

horizontal separations.

(53) AMi nor meapsdhe regair or replacement of any

of the following existing damaged or malfunctioning OSS

components:

(a) Control panels;

(b) Building sewers;
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(c) Any o ther portions of tightline in the OSS;

(d) Risers and riser lids;

(e) Sewage tank baffles;

(f) Effluent filters;

(g) Sewage tank pumps and lids;

(h) Pump control floats; and

(i) OSS inspection boxes and ports.

Repair or replacement of a sewage tank, treatment

component, or soil dispersal component is not considered a minor

repair.
(54) "Moderate structure" means well - formed distinct peds
evident in undisturbed soil. When disturbed, soil material parts
into a mixture of whole peds, broken peds, and material that is
not in peds.

(55) AModi f i meabsithe altération of an existing OSS

component that does n ot result in an expansion of the system. A

modification is not considered a repair.

(56 £) "Monitoring" means periodic or continuous checking of

an eon-site-sewage-system——0OSS which is performed by observations

and measurements, to determine if the system is functioning as
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intended and if system maintenance is needed. Monitoring also
includes maintaining accurate records that document monitoring
activities.

(57) "NSF" means National Sanitation Foundation

International.

(58) "O&G" means oil and grease, a component of sewage

typically originating from food stuffs such as animal fats or

vegetable oils, or consisting of compounds of alcohol or

glycerol with fatty acids such as soaps and lotions, typically

expressed in mg/L.

(59) "On- site sewage system" (OSS) means an integrated
system of components, located on or nearby the property it
serves, that conveys, stores, treats, and fer— provides subsurface
soil treatment and dispersal of sewage. It consists of a
collection system, a treatment component or treatment component
sequence, and a soil dispersal component. An op-—sito-sowego—
system-OSS also refers to a holding tank sewage system or other
system that does not have a soil dispersal component. For the

purposes of this chapt ed+sitesdwhge systeamr m ([{@©83) 0
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does not include any system regulated by a water quality

discharge permit issued under chapter 90.48 RCW.

(60) "Operating capacity" means the average daily volume of
sewage an OSS can treat and disperse on a sustained basis. The
operating capacity, whic h is lower than the design flow, is an
integral part of the design and is used as an index in OSS
monitoring.

(6 1) "Ordinary high - water mark" ~ means the mark on lakes,
streams, springs, and tidal waters, found by examining the beds
and banks and ascertaining where the presence and action of
waters are so common and usual, and so long continued in all
ordinary years, as to mark upon the soil a ch aracter distinct
from that of the abutting upland with respect to vegetation, as
that condition exists on the effective date of this chapter, or
as it may naturally change thereafter. The following

definittons——conditions apply where the ordinary high - water mark

cannot be found:
(a) The ordinary high - water mark adjoining marine water is

the elevation at mean higher high tide; and
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(b) The ordinary high - water mark adjoining freshwater is
the line of mean high water.

(62) "OSS" means on - site sewage system.

(63) A P A Gndeans policy advisory group.

( 64) A PnieBnd product development permit.

(65) "Ped" means a unit of soil structure such as blocks,
column, granule, plate or prism formed by natural processes.

(66) "Person" means any individual, corporation, company,
association, society, firm, partnership, joint stock company, or
any governmental agency, or the authorized agents of these
entities.

(67) "Planned unit development" means a subdivision
characterized by a unified site design, clustered residential
units a nd/or commercial units, and areas of common open space.

(68) "Platy structure" means soil that contains flat peds
that lie horizontally and often overlap. This type of structure
will—impede s the vertical movement of water.

(69) "Pressure  distribution” means a system of small
diameter pipes equally distributing effluent throughout aSSASan

OSS as described in the e
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Gutdanee—DS&G for Pressure Distribution Systems S 20042022 . A

subsurface drip system may-be-used-whereverthe chapter———

requires—is considered a pressure distribution system .

(70)  "Professional engineer" means a person who is
currently licensed as an engineer under the provisions of
chapter 18.43 RCW.

(71) "Proprietary product" means a sewage treatment and
distribution technology, method, or material subject to a patent
or trademark.

(72)  "Public domain technology" means a sewage treatment
and distribution technology, method, or material not subject to
a patent or trademark.

(73)  "Public sewer system” means a sewerage system:

(a) Owned or operated by a city, town, municipal
corporation, county, or other approved ownership consisting of a
collection system and necessary trunks, pumping facilities and a
means of final treatment and disposal; and

(b) Approved by or under permit from the department of

ecology, the department of health and/-or a local health officer.
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(74) A Pump c h a mdéaesrawatertight receptacle placed

after a septic tank, sewage tank, or other treatment facility

that contains the required controls and alarms to convey sewage

effluent to a treatment or dispersal component.

(75) "Pumper" means a person approved by the local health
officer to remove and transport sewage or septage from on- site

sewage -systems—an 0SS,

(76) "Record drawing" at-so0—known —ashuwinl-thveans an

accurate graphic and written record of the location and features
of the OSS that are needed to properly monitor, operate, and

maintain that system. Also known as an as- built drawing.

(77) A Re me dinmedns anynaation, approved by the local

health officer, meantwhich attempts to restore the function of a

previously conf orming OSS dispersal component that has failed ~16-

a-hon—faillure-status——— Remediation is not considered:

(&8 A minor repair,

(b)  Arepair;

(c) An additive; or
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(d) A treatment or distribution technology that allows the

OSS to meet a specific treatment level.

(78) "Repair"  means the relocation, replacement or

reconstruction of a failed on-site-sewage-systerr——0OSS, or any OSS

components not included in the list for a minor repair, which

have failed in order to restore the OSS to a non - failure
status —.

(79) "Reserve area" means an area of land approved for the
installation of a conforming system-OSS that is protected and

maintained for replacement of the OSS upon its failure.
(80) "Residential sewage" means sewage having the

constituency and strength—quality ty pical of residential septic

tank effluent consistent with treatment level E identified in

Table 3lll in WAC 246 - 272A- 0110 wastewaterfrom-domestic————

Soesooide

(81) "Restrictive layer" means a stratum impeding the
vertical movement of water, air, and growth of plant roots, such
as hardpan, claypan, fragipan, caliche, some compacted soils,

bedrock and unstructured clay soils.
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(82) "Rock fragment" means rock or mineral fragments having

a diameter of two millimeters or more . Examples include ~for—

example-, gravel, cobbles, stones, and boulders.
(83) "Seepage pit" means an excavation more than three feet
deep where the sidewall of the excavation is designed to dispose
of septic tank effluent . Seepage pits mayare also be-ealled—known
as “drywells. =

(84) "Septage" means—the-mixture-ofselid-wastes, seum——————

chambers, holding tanks, and other 0SS components — liquid or

solid material removed from se wage tanks, cesspools, portable
toilets, type Il marine sanitation devi ces, vault toilets, pit
toilets, RWe cr eational vehicle holding tanks, or similar

systems that receive only domestic sewage -

(85) "Septic tank" means a watertight treatment receptacle
receiving the discharge of sewage from a building sewer or
sewers, desi  gned and constructed to permit-separation-of———separate
settleable and floating solids from the liquid, detention and
anaerobic digestion of the organic matter, prior to discharge of

the liquid.
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(86) "Sewage" means any urine, feces, and the water
carrying human wastes, including kitchen, bath, and laundry
wastes from residences, buildings, industrial establishments , or
other places.
(87) "Sewage quality" means contents in sewage that
include:
(a) CBOD s, TSS, and O&G;
(b) Other parameters that eanr-may adversely affect
treatment. Examples include pH, temperature, and dissolved
oxygen; or
(c) Other constituents that create concerns due to specific
site sensitivity. Examples include fecal coliform , E.coli

phosphorus  —and nitrogen.

()88) "Sewage tank" means a prefabricated or cast -in - place
septic tank, pump tark-chamber /-, dosing chamber, holding tank,
grease interceptor, recirculating filter tank or any other tanks

as they relate to on-—site-sewage-systems——OSS including tanks for

use with proprietary products.
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(89) "Soil dispersal component” means a technology that
releases effluent from a treatment component into the soil for
dispersal, final treatment and recycling.
(90) "Soil log" means a detailed descriptio n of soll
characteristics providing information on the soil's capacity to
act as an acceptable treatment and dispersal medium for sewage.
(91) "Soil scientist" means a person certified by the
American Society of Agronomy as a Certified Professional Soil
Scientist.
(92) "Soil type" means one of seven numerical
classifications of fine earth particles and rock fragments as
described in WAC 246 - 272A- 0220 (2)(e).

(93) "SSAS" means a subsurface soil absorption system.

(94) "Standard methods" means the 20th-231d Edition of

Standard Methods for the Examination of Water and Wastewater ,
prepared and published jointly by the American Public Health
Association, the American Water Works Association and the Water
Environment Federation.
(95) "Strong structure" means ped s are distinct in

undisturbed soil. They separate cleanly when soil is disturbed,
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and the soil material separates mainly into whole peds when

removed.
(96) "Subdivision" means a division of land or creation of
lots or parcels, described under chapter 58.17 RCW, including

both long and short subdivisions, planned unit developments, and
mobile home parks.
(97) "Subsurface drip system" means an efficient

pressurized wastewater distribution system that can deliver

small, precise doses of effluent to soil surrou nding the drip
distribution piping , {ealled—also known as dripline  } as described
in the
for  Subsurface Drip Systems ,2022 "

(98) "Subsurface soil absorption system" (SSAS) means a

soil dispersal component of trenches or beds containing either a

distribution pipe within a layer of drainrock covered with a

geotextile, or an approved gravelless distribution technology,

designed and installed in original, undisturbed, unsatwrat —— ed
| i | inimal ieal :

established-n-this-chapter———suitable soil, with either gravity

or pressure distribution of the treatment component effluent.
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(99) nASui tmebns eriinal ,undi its sturbed,

unsaturated soil of soilt ypes1l -6 with at least the vertical

separation established in this chapter

(100) "Surface water" means any fresh or mar ine body of

water -whetherfresh-er-marine,——  flowing or contained in natural
or artificial unlined depressions for significant periods of the
year, including natural and artificial lakes, ponds, springs,

rivers, streams, swamps, marshes, irrigation canals and tidal

waters.

(101) "TAG" means the technical advisory group established

in WAC 246 - 272A- 0400.

(102) "Time d dosing" means delivery of discrete volumes of

sewage at prescribed time intervals.
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(103) "TN" means total nitrogen, typically expressed in

mg/L.
(104) "Treatment component” means a technology that treats

sewage in preparation for further treatment and/-or dispersal

into the soil environment. Some treatment components, such as

mound systems, incorporate a soil dispersal component in lieu of

separate treatment and soil dispersa | components.

(105) "Treatment component sequence” means any series of

treatment components that discharges treated sewage to the soil

dispersal component.

(106) "Treatment level" means one of  six—the following

levels (A, B, C, D L1, DL2,DL3, E,&N) usedi—ntheserdles—— to:

(a) Identify treatment component performance demonstrated
through requirements specified in WAC 246 - 272A-0110; and
(b) Match site conditions of vertical separation and soill
type with treatment components. Treatment levels used in these
I : od to.! liod as field i
lards Their i od o ¢ blichi
I : : | : : I
blit s fiod tosti o,
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I liccl | I i i |
component—

(107) "Trench™ means a soil dispersal component consisting
of an excavation with a width of three feet or less.

(108) "TSS" means total suspended solids, a measure of all

suspended solids in a liquid, typically expressed in mg/L.

(10 9) "Unit volume of sewage" means:

(@) Flow from a single - family residence;

(b) Flow from a mobile home site in a mobile home park; or

(c) Four hundred fifty gallons of sewage per day where the
proposed development is not single - family residences or a mobile
home park.

(110) nUNKknNo means@BGSE that was installed without

the knowledge or approval of the local health jurisdiction,

including those that were installed before such approval was

required.

(111) AUnpermitted s e wangadsthkidiscbalgaofge 0

sewage or treated effluent from an unknown OSS.

WAC (6/01/2022 11:46 AM) [ 35 ] NOT FOR FILING



(112) "Vertical separation” means the depth of

ofiginalundisturbed-soi-of soi-types1+——————————————Bsuitable so

vhsaturated——

ils

between the bottom infiltrative surface of a soil dispersal
component and the highest seasonal water table, a restri
layer, or soil type 7 as illustrated below by the profile

drawing of subsurface soil absorption systems:

Ground surface
i sz Vd <z ¥ =7

ctive

Geotextile
(

Subsurface dripline
(drip system tubing)

Distribution ¢
pipe Gravelless

Technology

|

Vertical separation - Original soil of types 1-6

Vertical separation - Original sail of types 1-6 Vertical separation - Original soil of types 1-6

(113) "Very gravelly" means soil containing thirty
percent or more, but less than sixty percent rock fragments by
volume.

(114) "Waterta ble" means the upper surface of the
groundwater, whether permanent or seasonal. Also see

definition "groundwater 0. ™

- five

the
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(115) AWater supply pr oncamstheillandarez on e 0

around each existing or proposed well site to protect the water

supply from contamination.

(116) "Well" means any excavation that is constructed when
the intended use of the well is for the location, diversion,
artificial recharge, observation, monitoring, dewatering or
withdrawal of groundwater for agricultural, municipal,
indust rial, domestic, or commercial use. Exeluded-are—For the

purposes of this chapter, the following are not considered a

well :

(a) A temporary observation or monitoring well used to
determine the depth to a water table for locating an OSS;

(b) An observation or monitoring well used to measure the
effect of an OSS on a water table; and

(c) An interceptor or curtain drain constructed to lower a
water table  ;and

(d) A dewatering well used temporarily for the purpose of a

sewage tank or pump chamber installation

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,§ 246 -

272A- 0010, filed 7/18/05, effective 9/15/05.]
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GENERAL REQUIREMENTS

NEW SECTION

WAC 246- 272A- 0013 Local Rul es. (1) The local health

officer shall enforce the requirements of this chapter until a

local board of health adopts local OSS regulations. A local

board of health may adopt and enforce local r ules governing OSS

when the local regulations are:

(a)Consistent with, and at least as stringent as +— this

chapter; and

(b) Approved by the department prior to the effective date

of local regulations.

(2) A local board of health shall apply for departmental

approval of local regulations by submitting the proposed local

regulations to the department.

(3) Within ninety days of receipt, the d epartment shall:

(a) Approve the proposed regulations; or

(b) Deny the proposed regulations if the department

determines local regulations are not consistent with this

chapter or less stringent than this chapter and provide specific

reasons for the denial.
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(4) Upon receipt of departmental approval, or after ninety

days if the department fails to act, the local board may

implement adopted regulations. The local board shall prov ide a

copy of the adopted local regulations to the department.

(5) If the department denies approval of local regulations,

the local board of health may:

(a) Resubmit revised regulations that address the specific

reasons for the denial for departmental con sideration; or

(b) Submit a request for a review of the departmental

denial within one hundred twenty days from the date the local

board of health receives the specific reasons for the denial.

(6) Upon receipt of request for review of the departmental

deni al, the department shall:

(a) Acknowledge the receipt of the request within thirty

days; and

(b) Form a mutually acceptable advisory panel to review the

departmental denial and rea ch an agreement within a reasonable

time . The panel shall — consist of:

(i)  One representative from the department;
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(i) One representative from a local health jurisdiction

other than that which requested the review; and

(iif) One member of the TAG.

(7) If good faith efforts to reach agreement are

unsuccessful between the departme nt and a local board of health,

the local board of health may appeal the denial to the

Washington state board of health for resolution.

(8) Nothing in this chapter shall prohibit the adoption and

enforcement of more stringent regulations by a local board o f

health.

WAC 246- 272A- 0015 Local management and-regulation—plans .

For purposes of this chapter, the following entities are defined

as Puget Sound counties: Clallam, Island, Kitsap, Jefferson,

Mason, San Juan, Seattle - King, Skagit, Snohomish, Tacoma - Pierce,

Thurston and Whatcom. All other counties are defined as non -

Puget Sound counties. (1) ByJduhy1-20074—— tThelocal he alth

officers erhondbnedierone inthe —eebeooounmbos

berdering— Puget Sound counties  shall develop a written plan that—

wil—to  provide guidance to the local health jurisdiction
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regarding development and management activities for all OSS

within the ju risdiction. After departmental review of an

existing OSS local management plan within two years after

<effective date > if the department determines a plan revision
IS necessary upon review, the local health officer of each
health jurisdiction in the Puget Sound counties  shall revise the
local management plan for all OSS within the local health
jurisdiction consistent with subsection (2) of this section

(2) At a minimum, Tt he local management plan for Puge t
Sound eveunties—counties  must specify how the local health

jurisdiction will:
(a) Progressively develop and maintain an inventory

in cludin g the type and location of all known OSS in operation

within the jurisdiction;
(b) Identify any areas where OSS could pose an increased
public health risk. The foll owing areas shall be given priority
in this activity:
(i) Shellfish protection districts or shellfish growing
areas;

(i) Sole source aquifers as designated by the USEPA;
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(i) Areas in which aquifers used for potable water as

designated under —the—Washington-State Growth-Management-Act—————

chapter 36.70A RCW are critically impacted by recharge;

(iv) Designated wellhead protection areas under chapter

246 - 290 WACHor-G—roup-A-publicwater systems———,

(v) Up - gradient areas directly influencing water recreati on
facilities designated for swimming in natural waters with
artificial boundaries within the waters as described by the
Water-Reereation-Facilities Act—— in  chapter 70.90 RCW,;

(vi) Areas designated —by the department of ecology——————— as
special protection areas un der WAC 173 - 200- 090 Waterguality—
standards-for groundwaters-of the state of Washingt————————————————on;

(vii) Wetland areas under production of crops for human
consumption;

(viii) Frequently flooded areas including areas delineated
by the Federal Emergency Management Agency and—or as designated

under —the-Washingten-State-Growth-Management-Act,——— chapter 36.70A

RCW;
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(ix) Areas where nitrogen has been identified as a

contaminant  of concern i ncluding but not limited to t he marine

waters of Puget Sound ; and

(x) ©Othera—Areas where pho sphorous has been

identfiefd——identified as a contaminant of concern —;

( xi) Areas where sea level rise may impact adequate

horizontal separations to surface water; and

(x i 1) Other areas designated by the local health officer.

(c) Identify operation, maintenance and monitoring
requirements commensurate with risks posed by OSS within the
geographic areas identified in (b) of this subsecti on;

(d) Facilitatee——FEducat ion—e ofF—hoemeOSS owners regarding—about

their responsibilities under-this-chapterand provide————to  perform

OSS operation and maintenance —fortheirOSS——, including

information for owners to complete any inspection required by

WACZAG- 272A- 0270 intormationtorallyposotsystomsnuse———————————————
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{f——Maintain records required under this chapter, inc luding
of—all operation and maintenance activities as identified,; e
(¢f ) Enforce OSS owner permit application, operation,
monitoring and maintenance and failure repair requirements

defined— in WAC 246 - 272A-0200(1), 246-272A-0260, 246-272A-0270,

246- 272A- 0275, 246-272A0275 and 246 - 272A- 0280 —1)and{2}——;

(hg) Describe the capaci ty of the local health jurisdiction

to adeguately——fund the local OSSnanagement plan, which includ es

a summary of program expenditures by activity, source of funds,

a strategy to fill any funding gaps , and inelud—ing— the ability to

find failing and unknown systems; and

(+h) Assurethatit—Veri fy that the local manag ement plan

was developed  in te- coordinat ei on with the comprehensive land use
plan of the entities governing development with inthe  health—

officers——Ilocal health jurisdiction.

2 (3) The department shall review the local management

plan for Puget Sound counties y at least once every five years.

If the department determines plan revision is necessary upon

review of the local management plan described in subsection ( 2)
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of this section, the department shall notify the local health

officer of their findings.

(4) Thel ocal health officer for Puget Sound counties

shall:

(a) R eview and update the local management plan, as

necessary, or at least once every five years . After review, if

the local management plan is updated , the local health officer

shall provide an opportuni ty for public input on the local

management plan. After-being-approved-by-the————Following local

board of health approval, the local health officer shall

ollowi blic_hearing. the local health-of o
level . | ot subsecti 1y of th :

shall—(a) +submit the local management plan to the department for

review =;

o Svppbroconyetthoplonethocopommone————

(b) Implementt he local management plan ;

( ¢) Report annually to the department in a format

specified by the department. Annual reports must include all of

the following data—elements:
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() ANumber of OSS +;

(i)  ANumber of unknown OSS identified -

(i)  AaNumber of failures found -

(iv) aNumber of fa ilures repaired . numberofproperty——

transferinspections-completed,—————ani

(v) sStatus of compliance with inspections required by WAC

246- 272A- 0270; and

(d) Supply a copy of the local management plan to the

entities responsible for land use planning and development

regulations in the health-officers——— loca | health jurisdiction

and-.

o) trmpl he-plan deseribec in subsection (1) of th

e . he local | L of healthi . :
the completeness of the plan.
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(5) The local health officers for al-otherjurisdictions———————

this-seetioh———non - Puget sound counties shall develop a written

plan that will pr ovide guidance to the local health  jurisdiction
regarding development and management activities for all OSS
within the jurisdiction. At a minimum the plan shall include:
(a) A description of the capacity of the local health
jurisdiction to provide educatio n and operation and maintenance
information for all types of systems in use within the
jurisdiction;
(b) A description of how the local health officer will
remind and encourage homeowners to complete the operation and
maintenance inspection required by WAC 246- 272A- 0270; and
(c) A description of the capacity of the local health

jurisdiction to adequately fund the local OSS plan.
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(6) In order to implement the plan described in subsections
(1) and (5) of this section, the local health officer shall
require th e owner of the OSS to:
(a) Comply with additional requirements identified in the
plan for the location, design, or performance; and
(b) Comply with the conditions of the operational permit if
one is required.
(7) In order to implement the plan described in subsections
(1) and (5) of this section, the local health officer may
require the owner of the OSS to:

(a) Ensure additional maintenance and monitoring of the

OSS;
(b) Provide dedicated easements for inspections,
maintenance, and potential fut ure expansion of the OSS; and
(c) Place a naotice to title identifying any additional
requirements for OSS operation, maintenance and monitoring sand

o . . het
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the—residence-orstructare-mustc————omply-with-this-chapte——— The
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department shall maintain and update guidance and provide

technical assistance to assist local health jurisdictions in

local management plan development.

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-
0015, file d 7/18/05, effective 9/15/05.]

GENERAL REQUIREMENTS

REPEALED

leabilite 1) The Jocal heal

oTho-aosmmmontsaallbopplthiseraptorderthbo——

trationof . ! clistribui ets.
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WAC 246- 272A- 0025 Connection to public sewer system. (2)

Upon the failure of an existing OSS that is within the service

areaof a When-sewer utility , the local health officer shall:
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(a) Permit the repair or replacement of the OSS only if a

conforming OSS can be designed and installed, exclu ding OSS

designed in compliance with or proposing to use Table X in

WAC 246- 272A- 0280; or

——(b)Requie mnnection to a public sewemsystenif the sewer utilityallows theconnection and

hasadequate public sewer servicase available within two hundred feetither from

where the existing building drawf the residence-orfacilitstructure. connects to the

existing building sewer, or in cases where no building drain exists, within two hundred

feet from where the sewer linednins, as measured along the usual or most feasible

route of accesshe

WAC (6/01/2022 11:46 AM) [ 54 ] NOT FOR FILING



b I it all I on.
3)—The owner of a rosidenceorotherfasiibhy—siruciure
served by  a-system-meetingtherequirements——— 0SS permitted as a

repair efunder Table X efthisechapter———in WAC 246 - 272A- 0280

shall abandon the OSS according to the requirements specified in
WAC 246- 272A- 0300, and connect the B S —
structure to a public sewer system when:
(a) Connection is deemed necessary to protect public health
by the local health office r;

(b) An adequate public sewer becomes available within two

hundred feet of the residence-er-otherfacility ———existing building

of the structure , Or in cases where no building drain exists,

within two hundred feet from where the building sewer begins,

as measured along the usual or most economically feasible route
of access; and

(c) The sewer utility allows the sewer connection.
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(43) Local boards of health may require a new development
to connect to a public sewer system to protect public health.

(54) Loca | boards of health shall require new development
or a development with a failing system-0OSS to connect to a public
sewer system if it is required by the comprehensive land use

plan or development regulations.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-
0025, filed 7/18/05, effective 9/15/05.]

SEWAGE PRODUCTS AND TECHNOLOGIES

WAC 246- 272A- 0100 Sewage technologies. (1) The department

may-develop—shall maintain recommended standards and guidance to

assist—for local health officers -to  permit ting— different types

of sewage treatment and distribution technologies —including the———
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(2) Al— Before the local health officer permits any types

of sewage technologies , the sew age technologies must —have- either

standa—rds—be registered foruse  as described in this chapter .

have standards for use as described or referenc ed in this

chapter, or have departmentalrecommended standards-and-guwdance

H-Seurces-of-information———DS&G describing th-el—sewage

technologies usesas maintain ed by the department.
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(3) The department may remove, restrict—restrict, or suspend

a proprietary productdés approval for use based on f

meet required standards or conditions of approval.

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8246 - 272A-
0100, filed 7/18/05, effective 9/15/05.]

WAC 246- 272A- 0110 Proprietary treatment products o
Certification-and+———Registration. (1) Manufacturers shall
register thel—a proprietary treatment product s with the
department before the-a local health officer may permit thei——use

of the product

(2) To qualify for product registration, manufacturers
desiring to sell or distribute proprietary treatment products in
Washington state shall:
(a) Verify product performance through testing using the
testing protocol established in Table | and register the —
product with the department using the process described in WAC
246- 272-0120;
(b) Report product test results of influent and effluent

sampling obtained throughout the testing period (including
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normal and stress loa ding phases) for evaluation of constituent
reduction according to Table II;

(c) Demonstrate product performance according to Table IIl.
All thirty - day averages and geometric means obtained throughout
the test period must meet the identified threshold value sto
qualify for registration at that threshold level; and

(d) Forregistration-atlevels A, B———————and-Cv—Verify
bacteriological reduction according to WAC 246 - 272A- 0130 for

product registration utilizing disinfection levels DL1, DL2 and

DL3.
(3) Manufacture rs verifying product performance through

testing according to the following standards or protocols shall

have product testing conducted by a testing facility accredited

by ANSI:

(a) ANSH-NSHANSI Standard 40 &: Residential Wastewater

Treatment Systems;

(b) NSKFANSI Standard 41: Non - Liquid Saturated Treatment
Systems;

(c) NSF Protocol P157 Electrical Incinerating Toilets -

Health and Sanitation; oFr
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(d) NSF/ANSI Standard 245: Residential Wastewater Treatment

Systems - Nitrogen Reduction; or

(e) NSF/ANSI Standard 385: Residential Wastewater Treatment

Systems 1 Disinfection Mechanics Protecel——for  bBacteriological

+Reduction described in WAC 246 - 272A- 0130.

(4) Manufacturers verifying product performance through

testing according to the following sta——ndards-or protocols——shall—
I I : I | ine facili ina
: blished by : L I

b : | hnol it
for il fioat : dential
Treatment Technologies for Nutrient Reduction. — FEPA Method 1664,

Revision B and using a wastewater la boratory certified by the

Washington Department of Ecology shall provide supporting

information, including flow data, and influent and effluent

guality sampling results from a minimum of three installations
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with similar design loading to demonstrate produc

t performance

to Category 2 standards

(5) Treatment levels

Table 3 of this section

are not—intended to

comphance-standards-—Theirintended-useisfor———————establish

used-in-theserles———established in

treatment product performance in a product testing setting under

established protocols by qualified testing entities.

compliance standards for proprietary treatment pro

| led_as field

ing

— Field

ducts shall

follow the requirements in WAC 246

- 272A- 0120(5).

TABLE |
Testing Requirements for Proprietary Treatment
Products
Treatment
Component/Sequence Required Testing
Category Protocol
Category 1Designed to | ANSHNSHANSI 400
treatsewage-with-strength  Residential Wastewater
typical-of-aresidential Treatment Systems
seurcewhenseptic tank (pretecelyersionsdated
effluentis anticipated to be betweenduly-1996January
equal to or less than 2009andthe-effective date
treatment level E. oftheserubdMay 31,
202])
Category 2Designed to EPANSFProtocoHor the
treathigh-strength-sewage Verification-of-Wastewater
when-septictankffluent  TreatmentTechnologies/
or sewage with sewage | EPA-Environmental
quality parameters Technology-\erification
anticipated to be greater | {Apri-2001) Method 1664,

than treatment level E.

(Such as at restaurants,
grocery stores, mininarts,
group homes, medical
clinics, residences, etc.)

Revision B (February

2010)
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Testing Requirements for Proprietary Treatment

Products
Treatment
Component/Sequence Required Testing
Category Protocol

Category 3Black water
componenbdf residential
sewage (such as
composting and
incinerating* toilets).

NSF/ANSI Standard 41:
Non-Liquid Saturated
Treatment Systems
(September199&ersions
dated betweendbruary
2011 and May 31, 2021

** NSF Protocol P157
Electrical Incinerating
Toilets - Health and

Sanitation (April 2000)

Total Nitrogen

1 & 2 (Above)

Reduction in Categories

Protocel-for-the
N . ial
Wastewater Treatment

TFechnologiesfor-Nutrient
Reduction/EPA

Emfifenfnemal—'lieehneieg)
Veriication-Program

{November—2000)
NSF/ANSI Standard 245:
Residential Wastewater
Treatment Systenis
Nitrogen Reduction
(Versions dated between
January 2018ral May 31,

2021

TABLE Il

Test Results Reporting Requirements for Proprietary Treatment Products

Treatment Component/Sequence
Category

strength-typical-of-aresidential-source
whenseptic tank effluenis anticipated to

be equal to or less than treatment level [

Testing Results Reported

Category 1Designed to treatewage-with  Reportthe followingtest results of influent and effluent sampling

obtained throughout the testing period for evaluatiosoefstituent

reductionfer-the-parametersf CBODs?, and TSS:

I Average I Standard
| Mi

I Medi an 1

ni mum I Maxi mum
Interquartile Range
I &y Average (for each month)

For evaluation obacteriological reduction performance

Dev

WAC (6/01/2022 11:46 AM)

[ 62 ]

NOT FOR FILING




Test Results Reporting Requirements for Proprietary Treatment Products

Report complete treatment component sequence testing as
described irable 1lI, Category 1;

For evaluatiorof performance meeting treatment level DL 1

1) Report fecal coliform test results of influent and effluent
sampling by geometric mean from samples drawn within tiigty
or monthly calendar periods, obtained from a minimum of three
samples per week thrghout the testing period. See WAC 246
272A-0130.

2) Report complete testing results for supplemental bacteriolog
reduction technologywhen the required treatment levels for feca
coliform in Table 1ll, Category 1 are not met by the primary
proprietary treatment product.

For evaluation of performance meeting treatment levels DL 2 o
DL 3:

1) Report fecal coliform test results of influeand effluent
sampling by geometric mean from samples drawn within tioiaty
or monthly calendar periods, obtained from a minimum of three
samples per week throughout the testing period as described ir
WAC 246-272A-0130; or

2) Report complete testing s for supplemental bacteriologica
reduction technolodywhen the required treatment levels for feca
coliform in Table lll, Category 1 are not met by the primary
proprietary treatment product.

For all options;Ftest report must also include timelividual results
of all samples drawn throughout the test period.

Category 2Designed to tredtigh-
strength-sewage-when-septic-taffluent
isor sewage wh sewage quality
parameteranticipated to be greater than
treatment level E.

(Such as at restaurants, grocery stores,
mini-marts, group homes, medical clinict
atypicalresidences, etc.)

Report all indivdual test results and full test average values of
influent and effluent sampling obtained throughout the testing
period for the evaluation of reduction c€BODs, TSS and O&G.
Establish the treatment capacity of the product tested in pounds
day for CBOD:s.

Category 3Black water component of
residential sewage (such as composting
and incinerating toilets).

Report test results on all required performance criteria accordin
the format prescribed in the NSF test protocol described in Tab

Total Nitrogen Reductionin Categories
1 & 2 (Above)

Report test results on all required performance criteria accordin
the format prescribed in the test protocol described in Table I.
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Product Performance Requirements for Proprietary Treatment Products

TreatmentComponent/Sequence

Category Product Performance Requirements

Category 1Designed to treat
sewage with-strength-typical-of a
residential-source-when-septic-tanl

effluentis anticipated to be equal tc
or less than treatment level E.

Treatment System Performance Testing Levels

Level Parameters
CBODs TSS | 0&G FC TN E coli
ma/L mag/L | mg/L col/100 ma/L cfu/100
mL mL
A 10 mgi 10 00 200/100-ml o0 00
mgiL
B 15mgit 15 o0 1,000/400 00 00
mglk mi
C 25mgit 30 40 50,000/100 o0 00
mgiL mi
DL1  25mgit 30 00 8-8-200 o0 00
mglk
DL2 1,000 126
DL3 00
E 125 80 20 00 00 00
mgit228 | mglt | meglk
N 00 00 00 00 2030 (or 00
50%
reduction
based on
mass
loading
as
required
in WAC
246
272A
0320)

Values for Levels A D are 30day values (averages for CB@O'SS,
and geometric mean for FC.) All 2lay averages throughout the test
period must meet these values in order to be registered ateketse |
Values for Levels E and N are derived from full test averages.

Category 2Designed to treat high = All of the following requirements must be met:
strength sewage when septic tank (2) All full test averages must meet Level E; and
effluent is anticipated to be greatet (2) Establish the treatment capacitytloé product tested in pounds

than treatment level E.

(Such as at restaurants, grocery
stores, minimarts, group homes,
medical clinics, residences, etc.)

per day for CBOR.
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Product Performance Requirements for Proprietary Treatment Products
TreatmentComponent/Sequence

Category Product Performance Requirements
Category 3Black water componeni Test results must meet the performance requirements established in
of residential sewage (such as NSF test protocol.
composting and incinerating
toilets).
Total Nitrogen Reduction in Test results must &blish product performance effluent quality meetin
Categories 1 & 2 (Above) Level N, when presented as the full test average.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-

0110, filed 7/18/05, effective 9/15/05.]

WAC 246- 272A- 0120 Proprietary treatment product
registration oProcess and requirements. (1) Manufacturers shall
register —their— proprietary treatment product {s)—s with the
department by submitting a complete application for review and
approval in the format provided by the department, including:

(a) Manufacturer's name, mailing address, street address

and—phone number , email address and website address ;

(b) Contact individual's——person 0 s name, mailing address,

street—email address, and phone number. The contact

individugal——person  must be vested with the authority to represent
the manufacturer in this capacity;
(c) Name, including specific brand and model, of the

proprietary treatment product;
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(d) A description of the function of the proprietary
treatment product along with any kno wn limitation on the use of
the product;

(e) Product description and technical information,
including process flow drawings and schematics; materials and
characteristics; component design specifications; design
capacity, volumes and flow assumptions and ca Iculations;
components; dimensioned drawings and photos;

(f) For treatment systems in Category 2, daily capacity of
the model or models in pounds per day of CBOD 5,

(g) Siting and installation requirements;

(h) Detailed description, procedure and schedule o f routine
service and system maintenance events;

(i) Estimated operational costs for the first five years of

the treatment component's life. This shall—must include both

estimated annual electricity costs, and routine maintenance
costs, including replacement of parts;
() Identification of information subject to protection

from disclosure of trade secrets;
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(k) Mgst current dated Ccopies of product brochures &

manuals: Sales & Promotional; Design; Installation; Operation &
Maintenance; and Homeowne  r Instructions ;

(I) The most recently available product test protocol dated

no earlier than the dates in WAC 246 - 272A-0110 Table 1 and the

results report;

(m) A signed and dated certification by the manufacturer's
agent specifically including the following statement, "I certify
that | represent ( INSERT MANUFACTURING COMPANY NAy@Nd | am authorized to
prepare or direct the preparation of this application for
registration. | attest, under penalty of law, that this document
and all attachments are true, accu rate, and complete. |
understand and accept that the product testing results reported
with this application for registration are the parameters and
values to be used for determining conformance with Treatment
System Performance Testing Levels established i n chapter 246 -
272A WAC",

(n) A signed and dated certification from the testing
entity including the statement, "I certify that | represent

( INSERT TESTING ENTITY NAME ), that | am authorized to report the testing
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results for this proprietary treatment produ ct. | attest, under
penalty of law, that the report about the test protocol and

results is true, accurate, and complete"; and

(o) The fee described in WAC 246 - 272A-99062000.
(2) Products within a single series or model line {sharing
distinct similarities in design, materials, and capacities ¥ may

be registered under a single application, consistent with the
provisions of their test protocol for the certification of other

products within a product series. Products outside of the series

or model line must be re gistered under separate applications.

(3) Upon receipt of an application the department shall:

(a) Verify that the application is complete including dated
and current copies of al | of the required manuals ; and
(b) If complete—approved , place the product on the +List of

Registered On - site  proprietaryt———Treatment  and Distri bution

pProducts.
(4) All registrations are valid for up to one year,
expiring on December 31 of each year. Fees are not prorated.

(5) In order to renew a propriet aryt reatment product

technology registration, a manufacturer shall:
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(a) Apply for renewal of product registration using the
form or in the format provided by the department.

(b) Submit theresultsof———any of the following applicable

reports:

(i) A retesting repo rt from the testing entity —the——

product-has-completedretesting———— according to the protocol
required for registration —and-areportfromthetestingentity ———————————

has | . | cince initial reai : : L
Renewalshallbe bas—ed-onthe-meostrecenttestvesufts —as

i dentified in this section -

(i) A field verification performance report —as

identified in the Proprietary Products DS&G, dated <EFFECTIVE

DATE>. If field performance results demonstrate that the product

has failed to meet the requirements in the DS&G, the

manufacturer shall report to the department describing the

reasons for the failure to meet the requirements consistent with

the DS &G;
(c) Provid e an affidavit to the department verifying
whether or not the product has changed over the previous year.

If the product has changed, the affidavit must also include a
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full description of the changes. If the product has changed in a
way that affects perfor mance, the product may not be renewed and
shall meet the requirements for initial registration.

(d) Provide a statement that all required dated manuals are

current, or submit the updated and dated new manuals; and

(e) Submit the fee established in WAC 246 - 272 A- 9962000 .

(6) As part of product registration renewal, the department
shall:
(a) Request field assessment comments from local health

officers no later than October 31st of each year. These comments

may include concerns about a variety of field assessm ent issues,
including
(i) pProduct function, including verification of field
performance testing as identified in the DXG
(i) pProduct reliability — and
(i) pProblems arising with operation and maintenance =
(b) Discuss with the TA GE any field assessment information

that may impact product registration renewal,
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(c) Notify the manufacturer of any product to be discussed

with the TA  €G, prior to discussion with the TA CG regarding the
nature of comments received,; and
(d) Renew the produc t registration unless:

(i) The manufacturer of a product does not apply for
renewal; or
(i) The department, after deliberation with the TAC,

concludes product registration renewal should not be given or

should be delayed until the manufacturer submits information
that satisfactorily answers concerns and issues ; and
(e) Provide a compliance pl an to the manufacturer within

ninety days based on departmental concerns of public health risk

related to the product

(7) The department shall maintain a | ist of proprietary
treatment products meeting the registration requirements
established in this chapter. The product registration is a

condition of approval for use.

(8) Manufacturers shall have readily accessible product
information for designers, hemeeowrers,— regulators, system-055
owners and other interested parties about their product — posted
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on the manuf act ur e mdudingw e tha mosteurrent dated

version of
(a) Product manuals;
(b) Design instructions;
(c) Installation instructions;
(d) Operation and maintenance;

(e) HemedOwner instructions; and

(H How to locate Aa list of representatives and
manufacturer certified maintenance  service providers, if any.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8246 -272A-
0120, filed 7/18/05, effective 9/15/05.]

REPEALED

ion from the list of .
Lorod : . L 5 ets.
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i) Thi | o | | |

, blished.in 1996 and later NSF s:
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{ey Festresults for BOB———————s—may be submitted-in-lev-oftest————————

resulis for CBOD— s In-these casesthe numericalvalyuesfor cBOD— -

WAC 246- 272A- 0130 Bacteriological reduction. This section
establishes the requirements for registering bacteriological

reduction processes.
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(1) Manufacturer s shall, for the purpose of product
registration as described in WAC 246 - 272A- 0110 and 246 - 272A- 0120
for meeting treatment level sABrer&——DL1 verify

bacteriological reduction performance by sampling for fecal

coliform or E.coli .Manufacturers shall, fo r the purpose of
product registration as described in WAC 246 - 272A- 0110 and 246 -
272A- 0120 for meeting treatment level DL 2 or DL3 , Verify

bacteriological reduction performance by sampling for fecal

coliform .

(&) Forproducts notyettested————according to ANSHNSF——

Standard-40-testing protocol dated-July 1996-or later, the ————
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R L ——
levels for CBOD—s—and TSSrequired by ANSHNSF Standard 40-testing——————————
srelose
(2) All test data submitted for product registration shall
be produced by an ANSI accredited, third - party te  sting and
certification organization whose accreditation is specific to
on- site wastewater treatment products. Bacteriological reduction
performance must be determined either:

whHe—(a) According to the procedures in NSF/ANSI Standard

385 for  supplemental bacteriological reduction; or

(b) Concurrent with  testing protocol. tThe treatment

product or treatment component sequence —is— test eding according

tothe ANSH-NSFANSI Standard 40 testing protocol.

(3) Duringthist——Testing under {b)}ef——subsection (2) (b) of

this section shall be completed in compliance with the

following requirements —apply
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(a) Collect samples from both the influent and effluent
streams, identifying the treatment performance achieved by the
full treatment process , {component or sequence ¥

(b) Obtain influent characteristics falling within a range

of 10 ¢4 - 108 fecal coliform/100 mL or10 62 - 108 E. coli /100 mL
calculated as thirty - day geometric means during the test =
(c) Test the influent to any disinfection unit and report

the following at each occasion of sampling performed in (d) of
this subsection:

(i) Flow rate;

(if) pH;

(iif) Temperature;

(iv) Turbidity; and

(v) Color —;
(d) Obtain samples for fecal coliform or E. coli analysis
during both the design loading and stress loading periods

identified by NSF /ANS| Standard 40. Grab samples shall be
collected from both the influent and effluent on three separate
days of the week. Each set of influent and effluent grab samples

must be taken from a different dos ing time frame , either
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{£morning, afternoon, or evening } so that samples have been taken
from each dosing time frame by the end of the week.
(e) Conduct analyses according to standard methods;

(f) Report the geometric mean of fecal coliform or E. coli

test results from all samples taken within thirty - day or monthly
calendar periods;
(9) Report the individual results of all samples taken
throughout the test period design and stress loading; and
(h) Report all maintenance and servicing conducted during
the tes ting period, including for example, instances of cleaning
a UV lamp, or replenishment of chlorine chemicals.
(34) Manufacturers may register products in treatment
levels ADL1 and BDLZ2 using disinfection.
(4) Manufacturers may not register products for treatment

level €DL3 using disinfection.

[Statutory Authority: RCW 43.20.050. WSR 06 -01-020, 8246 -272A-
0130, filed 12/12/05, effective 1/12/06; WSR 05 -15-119, § 246 -
272A- 0130, filed 7/18/05, effective 9/15/0 5]
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it onhe ets recistered .
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WAC 246- 272A- 0140 Proprietary distribution products o
Certification-and+————r egistration. (1) Manufacturers shall
register proprietary distribution products, including gravelless
distribution products and subsurface dripline products, with the
department before the local health officer may permit their— use

of their product

(2) Manufacturers desiring to sell proprietary distribution
products shall certify that the product s} meets the standards
established in this chapter and register their——product (s} with
the department using the process described in WAC 246 - 272A- 0145.
(3) Proprietary gravell ess distribution products shall:
(a) Be constructed or manufactured from materials that are
nondecaying and nondeteriorating and do not leach chemicals when
exposed to sewage and the subsurface soil environment;
(b) Provide liquid storage volume at least e qual to the
storage volume provided within the thirty percent void space in
a twelve - inch layer of drainrock in a drainrock - filled
distribution system. This storage volume must be established by

the gravelless distribution products, system-OSS design and
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in stallation and must be maintained for the life of the
system-0OSS This requirement may be met on a lineal - foot, or on
an overall system design basis;
(c) Provide suitable— effluent distribution to the
infiltrative surface at the soil interface; and
(d) Maint  ain the integrity of the trench or bed. The
material used, by its nature and its manufacturer - prescribed
installation procedure, must withstand the physical forces of
the soil sidewalls, soil backfill and the weight of equipment
used in the backfilling.
(4 ) Proprietary subsurface dripline products shall:
(a) Be warranted by the manufacturer for use with sewage
and for resistance to root intrusion =

(b) Incorporate emitters with a maximum nominal rated

discharge of 1.3 gallons per hour. Emitter discharge ra te may be
controlled either by use of pressure - compensating emitters or
with a pressure regulator —and

(c) Be color - coded purple to identify that the pipe

contains nonpotable water from a sewage source.
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[Statutory Authority: RCW 43.20.050. WSR 05- 15-119,8246 - 272A-
0140, filed 7/18/05, effective 9/15/05.]

WAC 246- 272A- 0145 Proprietary distribution product

registration o0Process and requirements. (1) Manufacturers shall
register their proprietary distribution product s} with the
department by su bmitting a complete application for review and

approval inthe format provided by the department, including:

(a) Manufacturer's name, mailing address, street—email

address, website address , and phone number;

(b) Contact individdal——person 's name and title , ma iling

address, street—email address, and phone number. The contact

idividaal——person  must be vested with the authority to act-as—
represent  the agent of the manufacturer in this capacity;
(c) Name, including specific brand and model, of the
proprietary distri bution product;
(d) A description of the function of the proprietary
distribution product along with any known limitations on #ts—the

use ofthe product ;
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(e) Product description and technical information,
including schematics; materials and characteristics; component
design specifications; design capacity, volumes and flow
assumptions and calculations; components; dimensioned drawings
and photos;
(f) Siting and installation requirements;
(g) Detailed description, procedure and schedule of rou tine
service and system maintenance events;
(h) Identification of information subject to protection
from disclosure of trade secrets;

() Mostc urrent, dated Ccopies of product brochures and

manuals: Sales & Promotional; Design; Installation; Operation &
Maintenance; and Hemewner Instructions ;
() For gravelless chamber systems a quantitative
description of the actual exposed trench - bottom infiltrative
surface area for each model seeking registration;
(k) A statement from a professional engineer that certifies
the technology meets the standards established in WAC 246 - 272A-

0140:
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() A signed and dated certification by the manufacturer's
agent specifically including the following statement, "I certify
th at | represent ( INSERT MANUFACTURING COMPANY NAy@Nd | am authorized to
prepare or direct the preparation of this application for
product registration. | attest, under penalty of law, that this
document and all attachments, are true, accurate, and comple te."
(m) A signed and dated certification from the licensed
professional engineer including the statement, "I certify that |
represent ( INSERT PROFESSIONAL ENGINEERING FIRM NAMB), that | am authorized to
certify the performance characteristics for the prop rietary
distribution product presented in this application. | attest,

under penalty of law, that the technology report is true,

accurate, and complete.”

(n) The fee established in WAC 246 - 272 A- 8996-2000 .
(2) Products within a single series or model line , {sharing
distinct similarities in design, materials, and capacities .+ may

be registered under a single application. Products outside of
the series or model line must be registered under separate
applications.

(3) Upon receipt of an application the departmen t shall:
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(a) Verify that the application is complete , including

dated and current copies of all required manuals; and -

(b) If complete—approved , place the product on the list of

proprietary—— Registered On - site Treatment and eDistribution

pProducts.
(4) Allr egistrations are valid for up to one year,
expiring on December 31st of each year. Required fees are not
prorated.
(5) In order to renew a proprietary distribution product
registration, a manufacturer mustshall
(a) Apply for renewal of product registration using the
form or in the format provided by the department;
(b) Provide an affidavit to the department verifying
whether or not the product has changed over the previous year.
If the product has changed, the affidavit must also include a
full  description of the changes. If the product has changed in a
way that affects performance, the product may not be renewed and
shall meet the requirements of initial registration; S

(c) Provide a statement that all required dated manuals are

current, or su bmit the updated and dated new manuals; and
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(ed) Submit the fee established in WAC 246 - 272 A- 6996-2000.
(6) As part of product registration renewal, the department
shall:
(a) Request field assessment comments from local health
officers no later than October 31st of each year. These comments
may include concerns about a variety of field assessment issues,
including product function, product reliability, and problems
arising with operation and maintenance;
(b) Discuss with the TA CG any field assessment informat ion
that may impact product registration renewal,
(c) Notify the manufacturer of any product to be discussed
with the TA  €G, prior to discussion with the TA G, regarding the
nature of comments received, and
(d) Renew the product registration unless:
() The manufacturer of a product does not apply for
renewal; or
(i) The department, after deliberation with the TA G-,
concludes product registration renewal should not be given or
should be delayed until the manufacturer submits information

that satisfactorily answers concerns and issues —; and
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(e) Provide a compliance plan to the manufacturer within

ninet y days based on departmental concerns of public health risk

related to the product.

(7) The department shall maintain a list of proprietary
distr ibution products meeting the registration requirements
established in this chapter. The Pproduct registration is a

condition of approval for use.

(8) Manufacturers shall have readily accessible product
information for designers, hemeeowners,— regulators, system-0OSS
owners and other interested parties abeout-theirpreduet———posted on

the manufacturer 0s we b sincluding the most current dated

version of
(a) Product manuals;
(b) Design instructions;
(c) Installation instructions;
(d) Operation and maintenance;
(e) HemedOwner instructions; and

() How to locate Aa list of representatives and

manufacturer certified maintenance  service providers, if any.
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[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-
0145, filed 7/18/05, e ffective 9/15/05.]

REPEALED
~ 246 272A_ 015C ition.f he listof |
| | I . L 5Distributi
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WAC 246- 272A- 0170 Product development permits. DA

local health officer may issue a product development per — mit-

{PDB- for any proprietary treatment component or sequence. In
orderto—To protect public health during the development period,
acomplete  system-OSS meeting the requirements of this chapter

and the site must be installed. The product under development
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may then be added to the treatment system allowing the product
developer to ga ther data about the product's performance in the
field. The PDP allows product developers to explore and develop
new technologies prior to product testing and registration under

WAC 246- 272A- 0110 and 246 -272A-0120. The PDP is not an

alternative to testing and registration.

(2) An application for a PDP shall——must include all of the
following:

(a) Proof of an existing conforming system-0OSS in compliance

with all local requirements, or a permit for a conforming
system-0OSS The conforming system-0OSS must be instal led in its
entirety before the PDP becomes valid;
(b) A description of the product under development
including performance goals and a description of how the system
will be used to treat sewage;
(c) Documentation of financial assurance that will cover
the correction of any potential public health threats or
environmental damage resulting from the use of the product under

development. Instruments of financial assurance include:
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(i) An irrevocable letter of credit in the amount required
by the local health of ficer issued by an entity authorized to
issue letters of credit in Washington state;
(i) Cash or security deposit payable to the local health
jurisdiction in the amount required by the local health officer;
or
(i) Any other financial assurance that satisfies the
local health officer.
(d) Documentation signed by the owner of the proposed
product development site allowing access to the local health
officer for inspection of the site; and
(e) Any other information required by the local health
officer.
( 3) The local health officer may stipulate additional
requirements for a PDP necessary to assure—safeguard  the
performance of the conforming system-0OS§ including providing
performance data to the local health officer.
(4) APDPis a site - specific permit. Product development at

multiple sites requires a PDP for each site.
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(5) During the term of the PDP, product development,
testing and sampling are under the full control of the product
developer and all data collected is considered pro prietary
information.
(6) A PDP is valid for one year and may be renewed by the
local health officer.
(7) The product development period is over when the
original PDP or any subsequently renewed permits have expired.
At this time , the product developer:
(a ) Shall, at the direction of the local health officer,
remove the product under development from the site,
reestablishing all appropriate plumbing and power connections
for the conforming system-0OSS
(b) May subject the product to performance testing
descri bedin WAC 246 - 272A-0110 in-erder——to allow the product to
be eligible for registration with the department.
(8) The local health officer may revoke or amend a PDP:

(a) If the continued operation or presence of the product

under development:
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(i) Presents a risk to the—public health or the
environment;
(i) Causes adverse effects on the proper function of the
conforming  system-OSS on the site; or
(iif) Leaks or discharges sewage on the surface of the
ground.
(b) If the developer fails to comply with any requir ements
stipulated on the permit by the local health officer.
(9) The local health officer may charge fees adequate to

administer the PDP program.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-
0170, filed 7/18/05, effective 7/1/07.]

REPEALD
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SPECIFIC REQUIREMENTS

WAC 246- 272A- 0200 Permit requirements. (1) Priorto——

beginning-the-constructio————n-process—Except f  or a minor repair , a

person proposing the installation, repair, modification,
connection to, or expansion of an OSS, shall reportthe——
fellowing-and———obtain a permit from the local health officer

prior to beginning construction. The permit application must

include the following

(a) General information including:
(i) Name and address of the property owner and the

applicant at the head of each page of the submission;
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(i) Parcel number and if available, the address of the
site;
(iif) Source of drinking water supply;
(iv) Identification if the property is within the
boundaries of a recognized sewer utility;
(v) Size of the parcel,
(vi) Type of permit for which application is being made

For fer——example, new installation, repair, expansion,

modification, or operational,

(vii) Source of sewage . FFor example, residence,
restaurant, or other type of business;

(viii) Location of utilities;

(ix) Name of the site evaluator;

(xX) Name;sighature and stamp-of-the designer-————————————

{xh——Date of application; and

(xi +) Name and signature of the fee simple owner, the
contract purchaser of the property , or the owner's authorized
agent.

(b) The soil and site evaluation as specified under WAC

246- 272A- 0220 —;
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(c) A dimensioned site plan of the proposed initial

system-0OSS the reserve area and those areas immediately adjacent

that contain characteristics impacting design including:

(i) Designated areas for the proposed initial
the reserve area,

(ii) The location of all soil logs and other soil tests for
the OSS;

(iif) General topography and fer— slope;

(iv) Drainage characteristics;

(v) Horizontal separations as noted in Table IV in WAC 246

system-OSS and

272-0210;

(vi)  The location of existing and proposed encumbrances

affecting system-OSS placement, including legal access documents

if any component of the OSS is not on the lot where the sewage
is generated; and
(vi 1) Anarrow indicating north -

(vii )A  legend of symbols used;

(ix) Plan scale and a graphic scale bar;

(x) Vertical datum used such

as Aassumedo,

ANSRSO, or fAunknown?o;
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(xi) An elevation benchmark and relative elevations of

system components;

(xii) Name, signature, stamp and contact information of the

designer; and

(xiii) A statement on limitation of use indicating the site

plan is not a survey;

(d) A detailed sy-stem-OSS design meeting the requirements
under WAC 246 - 272A-0230, 246 -272A-0232,246 -272A-0234,and 246 -
272A- 0238 including:

(i) A drawing showing the dimensioned location of
components of the proposed OSS, and the system designed for the
reserve area if reserve s ite characteristics differ
significantly from the initial area;

(ii) Vertical cross - section drawings showing:

(A) The depth of the soil dispersal component, the vertical
separation, and depth of cover material; and

(B) Other new OSS components constructed at the site.

(iif) Calculations and assumptions supporting the proposed
design, including:

(A) System operating capacity and design flow;
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(B) Soil type; anc
(C) Hydraulic loading rate in the soil dispersal component;
and
(e) Any additional information as d eemed necessary by the

local health officer.

(2) A permit is not required for R e

to-be-replaced——for—a minor repair . The local health officer may

require the owner to submit info rmation regarding these—any

activities defined as a minor repair  for recordkeeping purposes.

(3) The local health officer may develop the information
required in subsection (1) of this section if authorized by
local regulations—rules .

(4) The local health o fficer shall:

(a) Respond to an application within thirty days as

required in RCW 70.05.074 -
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(b) Permit only public domain treatment  —technologies that

have a departmentalRS&G——standa—+dsand-guidance——DS&G or as

describe d in this chapter =

(c) © Permit only proprietary products that are registered

by the department —;, —During-the-period-of transitionfromthe ——————————
approvedsystems-and-products.———
(ed) Issue a permit when the information submitted under
subs ection (1) of this section meets the requirements contained
in this chapter and in local regulations—rules
( @e) Identify the permit as a new installation, repair,
expansion, modification, or operational permit;
(ef ) Specify the expiration date on the permi t. The
expiration date may not exceed five years from the date of
permit issuance;
(#0) Include a reminder on the permit application of the

applicant's right of appeal; and
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(gh) If requiring an operational permit, state the period

of validity and the date and conditions of renewal including any

required field compliance

(5) The local health officer may revoke or deny a permit
for just cause. Examples include, but are not limited to:

(a) Construction or continued use of an OSS that threatens
the—public health;

(b) Misrepresentation or concealment of material fact in
information submitted to the local health officer; or

(c) Falure——to-meet—Non- compliance with the conditions of

the permit | this chapter or any local regulations——rules .
(©) : he loeal health officer| it for

iastallation-efa————An OSS te- serv eing more than one development ,—

the-applicant shall show——submit proofof ——must :

(a) An-approvedpublicentity ——Be ownirged or manag irg-ed the-

OSS-in perpetuity by a public entity ; or
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OSS: Be described | n a separate writing, including but not

limited to an easement, covenant, contract, or other legal

document authorizing access for construction, operation

maintenance, and repair; and

(c) If owned privately, be adequately financed.

(d) An applicant for a permit to install an OSS serving

more than one development must show proof of (a), (b), or (c)

above as required by the local health officer.

(7) The local health officer shall not delegate the
authority to issue permits.
(8) Thelo  cal health officer may stipulate additional

requirements for a particular permit if necessary fer—to protect

public health . —proetection——
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-
0200, filed 7/18/05, effective 7/1/07.]
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WAC 246- 272A- 0210 Location. (1) Persens—OSS shall be
design ed and install ed OSS to meet the minimum horizontal

separations shown in Table IV, Minimum Horizontal Separations:

Table IV

Minimum Horizontal Separations

From edge of soll From building
dispersal sewer, and
comporent and From sewage tank nonperforated
Iltems Requiring Setback reserve area | and distribution box  distribution pipe
Well ersuctionline 100 ft. 50 ft. 50 ft.
Public drinking water well 100 ft. 100 ft. 100 ft.
Non-public drinking water well 100ft. 50 ft. 50 ft.
Public drinking water springr surface water 200 ft. 200 ft. 100 ft.
measured from the ordinary higtater mark
Non-public drinking waterSspring or surface 100 ft. 50 ft. 50 ft.

waterdused-as-drinking-water-sourgweasured

from the ordinary higtwater mark

Non-public, inrground, drinking water 20 ft. 10 ft. 10 ft.
containment vessel

Pressurized water supply line easement for 10 ft. 10 ft. 10 ft.
water supply line
Closedgeothermal loohor pressurized nen 10 ft. 10 ft. 10 ft.
potable water line
Decommissioned well (decommissioned in 10 ft. N/A N/A
accordance with chapter 1280 WAC)
Surface water measured from the ordinary 100 ft. 50 ft. 10ft.
high-water mark
Building foundation/inground swimming 10 ft. 5 ft. 2 ft.
pool
Property or easement line 5 ft. 5 ft. N/A
Lined® stormwater detention pohd
Down-gradient: 30 ft. N/A N/A
Up-gradient: 10 ft. N/A N/A
Unlinec? stormwater infiltration porf{up or 100 ft. 50 ft. 10 ft
down-gradienty
Irrigation canal or irrigation pon¢up or 100 ft. 50 ft. 10 ft.

down-gradient)
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Items Requiring Setback

Interceptor/curtain drains/foundation
drains/drainage ditches

From edge of soll
dispersal
comporent and
reserve area

From sewage tank
and distribution box

From building
sewer, and
nonperforated
distribution pipe

Downgradient: 30 ft. 5 ft. N/A
Up-gradient: 10 ft. N/A N/A
Subsurface stormwater infiltration or
dispersion componéht
Down-gradient: 30 ft. 10 ft. N/A
Up-gradient: 30 ft. 10 ft. N/A
Other sitefeatures that may allow effluent to
surface
Down-gradient: 30 ft. 5 ft. N/A
Up-gradient: 10 ft. N/A N/A
Downgradient cuts or banks with at least 5 25 ft. N/A N/A
ft. of original, undisturbed soil above a
restrictive layer due to a structuraltextural
change
Downgradient cuts or banks with less than 50 ft. N/A N/A
ft. of original, undisturbed soil above a
restrictive layer due to a structural or textur
change
Otheradjacent3oil dispersal 10 ft. N/A N/A

componentsubsurface-stormwater
nfiltration-systemserving aseparat®©SS

1 If surface water is used as a public drinking water supply, the designer shall locate the OSS outside of the requiredesqratection

area.

2 The item isdown-gradient when liquid will flow toward it upon encountering a water table or a restrictive layer. The itegralignt
when liquid will flow away from it upon encountering a water table or restrictive layer.

(2)

contamination-orpollutionh————When conditions indicate a greater

5 ition indi "y

potential for contamination or pollution

, the local health

officer may increase the minimum horizontal separations.

Examples of such conditions include

lim ited to
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shallow or saturated soils, dug wells, and improperly abandoned
wells.
(3) The local health officer may allow a reduced horizontal

separation to not less than two feet from where the property

line, easement line, ot swmming-peck————or building

foundation is up - gradient.

(4) The local health officer may require an applicant to

demonstrate the  #— OSS meets (a), (b), or (c) —a—of this
subsection when determining if a horizontal separation toa
minimum of seventy - five feet between an OSS dispersal component
and an-individdal———a water well, Fhdhvidual——spring, or surface
water that is not a public water source can bereducedtoa

(a) Adequate protective site - specific conditions, such as
physical settings with low hydro ~geologic susceptibility from
contaminant infiltr ation. Examples of such conditions include
evidence of confining layers , and/er— aquatard s that separat irg-es

potable water from the OSS treatment zone, excessive depth to
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groundwater, down - gradient contaminant source, or outside the
zone of influence; or

(b ) Design and proper operation of an OSS system
assuring—with  enhanced treatment performance beyond that
accomplished by meeting the vertical separation and effluent
distribution requirements described in WAC 246 - 272A- 0230 Table
VI; or

(c) Evidence of protective-conditions-involving——————the #— 0SS

satisfies the requirements of beth—(a) and (b) of this
subsection.
(5) Persons shall design and/-or install a soil dispersal

component only if:

(a) The slope is less than forty - five percent or {twent y-
four degrees  };

(b) The area is not subject to:

(i) Encroachment by buildings or construction such as
placement of power poles and underground utilities;

(i) Cover by impervious material,

(i) Vehicular traffic; or
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(iv) Other activities adversely affect ing the soil or the
performance of the OSS.

(c) Sufficient reserve area for replacement exists to treat
and dispose one hundred percent of the design flow;

(d) The land is stable; and

(e) Surface drainage is directed away from the site.

(6) The local health officer may approve a sewer transport

line within ten feet of a water supply line if the sewer line is

constructed in accordance with section C1 -9.1 of the department

of ecology's " Criteria For Sewage Works Design ;" December
19982008 .

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-

0210, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0220 Soil and site evaluation. (1) Only
professional engineers, designers, or local health officers may
perform soil and site evaluations . Soll scientists may only
perform soil evaluations.

(2) The person evaluating the soil and site shall:

(a) Report:
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(i) A sufficient number of soil logs to evaluate conditions
within:
(A) The initial soil dispersal component; and
(B) The reserve area.
(i) The groundwater conditions, the date of the
observation, and the probable maximum height;
(iif) The topography of the proposed initial system-OSS the
reserve area, and those areas immediately adjacent that contain
characteristics impacting the design;
(iv ) The drainage characteristics of the proposed initial
system-0OSS§ the reserve area and those areas immediately adjacent
that contain characteristics impacting the design;
(v) The existence of structurally deficient soils subject
to major wind or water eros ion events such as slide zones and
dunes;
(vi) The existence of designated flood plains N
(vii) —and-o-Cther areas identified in the local management
plan required in WAC 246 - 272A- 0015; and

(vii 1) The location of existing features affecting

system-OSS placement, such as, but not limited to:
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(A) Wells —and-suctionlines——;

(B) Water sources and supply lines;

(C) Surface water and stormwater infiltration areas;

(D) Abandoned wells;

(E) Outcrops of bedrock and restrictive layers;

(F) Buildings;

(G) Property lines and lines of easement;

(H) Interceptors such as footing drains, curtain drains,
and drainage ditches;

(I) Cuts, banks, and fills;

(J) Driveways and parking areas;

(K) Existing OSS; and

(L) Underground utilities;

(b) Use the soil and site evaluation procedures and

terminology in accordance with Chapter 5 of the On- site
Wastewater Treatment Systems Manual , EPA 625/R - 00/008, February
2002 except where modified by + orin conflict with + this chapter

(available uponreq—uest to-the department}———;
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(c) Use the soil names and particle size limits of the

United States Department of Agriculture Natural Resources

Conservation Service classification system;

(d) Determine texture, structure, compaction and other soil

characteristic s that affect the treatment and water movement

potential of the soil by using normal field

procedures such as particle size analysis; and

(e) Classify the soil as in Table V, Soil Type

Descriptions:

TABLE V

Soil Type Descriptions

Soil Type

Soil Textural Classifications

1

Gravelly and very gravelly coars
sands, all extremely gravelly soil
excludingthose withsoil types 5
and 6as the nofgravel portion
andall soil types with greater
than or equal to 90% rock
fragments.

Coarse sands.

Medium sands, loamy coarse
sands, loamy medium sands.

Fine sands, loamy fine sands,
sandy loams, loams.

Very fine sands, loamy very fine
sands; or silt loamsandy clay
loams, clay loams and silty clay
loams with a moderate or strong
structure (excluding platy
structure).

Other silt loams, sandy clay
loams, clay loams, silty clay
loams.
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Soil Type Soil Textural Classifications

7 Sandy clay, clay, silty clay,
Unsuitable for strongly cemented or firm soils,
treatment or soil with a moderate or strong
dispersal platy structure, any soil with a

massive structure, any soil with
appreciable amounts of
expanding clays.

(3) The owner of the property or his-the own e r 6 agent
shall:

(a) Prepare the soil log excavation to:

(i) Allow examination of the soil profile in its original
position by:

(A) Excavating pits of sufficient dimensions to enable
observation of soil characteristics by visual and tactile means
to a depth three feet deeper than the anticipat ed infiltrative
surface at the bottom of the soil dispersal component; or

(B) Stopping at a shallower depth if a water table or
restrictive layer is encountered;

(ii) Allow determination of the soil's texture, structure,
color, bulk density or compaction, water absorption capabilities
or permeability, and elevation of the highest seasonal water

table; and
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(b) Assume responsibility for constructing and maintaining
the soil log excavation in a manner to prevent injury as
required by chapter 296 - 155 WAC.

(4) T he local health officer:

(a) Shall render a decision on the height of the water
table within twelve months of receiving the application under
precipitation conditions typical for the region;

(b) May require water table measurements to be recorded
during mo nths of probable high - water table conditions, if
insufficient information is available to determine the highest
seasonal water table;

(c) May require any other soil and site information

affecting location, design, or installation; and

(d) May reduce the required number of soil logs for OSS
serving a single - family residence if adequate soils information
has previously been developed —and

(e) {e)—May require another site and soil evaluation if the

site has been altered since the initial site and soil evalu ation

was submitted to the local health officer.
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[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8246 - 272A-
0220, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0230 Design requirements dGeneral. 1) on

site-sewage-systems-may———0SS must_only be design  ed by

professional engineers, licensed under chapter 18.43 RCW , Or en-—

ste-sewage-treatmentsystem——0OSS designer , s+ licensed under

chapter 18.210 RCW, except:
(a) If at the discretion of the local health officer, a
resident owner of a single - family residence not adjacent—

teo-within two hundred feet of a marine shoreline is allowed to

designa  system-OSS for that residence; or
(b) If the local health officer performs the soil and site
evaluation, the health officer isallewedto——may design a
system-the 0SS
(2) The designer shall use the following criteria when
developing a design for an OSS:
(a) All sewage from the building serve d is directed to the

0OSS;
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(b) Sewage tanks have beenreviewed-and-approved-bythe ———

department—in compliance with chapter 246 - 272C WAC

(c) Drainage from the surface, footing drains, roof drains,
subsurface stormwater infiltration systems, and other non - sewage
drains is prevented from entering the OSS, the area where the
OSS is located, and the reserve area;

(d) The OSS is designed to treat and disperse the sewage
volume as follows:

() For single - family residences:

(A) The operating capacity is based on 45forty - five  gpd per
capita with two people per bedroom =

(B) The minimum design flow per bedroom per day is the

operating capacity of ninety gallons multiplied by 1.33 — to

account for a thirty - three percent surge capacity . This results

in a minimum design flow of one hundred twenty gallons per
bedroom perday -—;

(C) Atactorgrontorthar-033ta-neecountiorsbrgo—————————
capacity-may-berequired-byt———The local health officer _may

require a factor greater than thirty - three percent to account

for surge capacity; -
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(D) The minimum design flow of the OSS is two hundred forty

gpd; and
(E) The local health officer may require an increase of the

design flow for dwellings with anticipated greater flows, such
as larger dwellings P

£y T . lasian flow i hund L I
perday—or

(i) For single - family residences with one additional

dwelling served by the same OSS:

(A) Allr equirements in subsection (d)(i) of this section —

apply ;

(B) The minimum design flow for one additional dwelling is

one hundred twenty gallons per bedroom ; and

(C) The local health officer may require an increase of the

design flow for dwellings with anticipated greater flows ; or

(i) For three or more dwellings served by the same OSS:

(A) Allr equirements in subsection (d)(i) of this section —

apply ;

(B) The minimum design flow for the first dwelling is two

hundred forty gallons per day ;
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(C) The minimum design flow for each additional dwelling is

one hundred twenty gallons per bedroom ;

( D) The local health officer may require an increase of the

design flow for dwellings with anticipated greater flows ; and

( E) The local health officer shall  require

(X) A writing, including but not limited to an easement,

covenant, contract, or other legal document authorizin g access

for construction, operation , Mmaintenance, and repair; and

( XX) Resources to fund the ongoing operation, maintenance,

and repair of the OSS to include , but not limited to:

(i ) Creating and continuously funding operating and reserve

accounts;

(i) Setting and adjusting fees and rates for connections,

monthly service charges, charges for routine and emergency

repairs; and

(iii ) Establishing a process to collect on delinquent

accounts or disconnect customers ; or
(i +v) For other faciliti es, the design flows noted in " On
site Wastewater Treatment Systems Manual ," USEPA, EPA -625/R -

00/008, February 2002 (available upon request to the department)
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shall—must be used. Sewage flows from other sources of
information may be used in determining sys tem design flows if
they incorporate both an operating capacity and a surge
capacity —;
(e) The OSS is designed to address sewage quality as
follows:
(i) For all systems, the designer shall consider:
(A) CBOD s, TSS, and O&G;
(B) Other parameters that can adversely affect treatment

anywhere along the treatment component sequence. Examples

include pH, temperature and dissolved oxygen;

(C) The sensitivity of the site where the OSS will be
installed. Examples include areas where fecal coliform
constituents can result in public health concerns, such as
shellfish growing areas, designated swimming areas, and other
areas identified by the local management plan required in WAC
246- 272A- 0015 —; and

(D) Nitrogen contributions. Where nitrogen has been

identified as a c ontaminant of concern by the local management
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plan required in WAC 246 - 272A- 0015, it shall—must be addressed
through lot size ahd/or—, treatment , orboth .

(i) For OSS treating sewage from a nonresidential source,
the designer shall provide the following in formation showing :

(A) informationto-shew——— the sewage is not industrial

wastewater;

(B) Infermationregarding——— the sewage  effluent quality and

identifying chemicals found in the sewage effluent that— are not
found in sewage effluent froma residential source; and
(C) A site - specific design providing the necessary

treatment level— equal ling —to—thatrequiredof——required treatment

of sewage effluent quality from a residential source;

(f) The vertical separation to-be— used to establish the
treatme nt levels and application rates. The selected vertical

separation shall—must be used consistently throughout the design

process —; and

(g) Treatment levels:

(i) Requirements for matching treatment component and
method of distribution with soil conditions of the soil

dispersal component are listed in Table VI. The treatment levels
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correspond with those established for treatment components under

the product performance testing requirements in Table 11l of WAC

246 - 272A- 0110. The method of distribution applies t

dispersal component.

(ii) Disinfection may not be used

(A) tTo achieve DL1 or DL2 in type 1 soils

{A) Treatment levels AorBinTypelsoils —— ;or

(B) FreatmentlevelC——DL3.

TABLE VI

Treatment Component Performance Levels

and Method of Distribution

Vertical Soil Type
Separation
in inches 1 2 3-6

12< 18 A&DLI - B& DL2- B&DL2 -
pressure pressure pressure
with timed with timed with timed
dosing dosing dosing

018 < B&DL2- BC&DL3- | BC&DL3
pressure pressure - pressure
with timed  with timed | with timed
dosing dosing dosing

024 < B&DL2- C&DL3- | E-pressure
pressure pressure with timed
with timed with timed dosing
dosing dosing

036 < B&DL2- E - pressure | E - gravity
pressure
with timed
dosing
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‘ Vertical ‘ Soil Type

| Separation ‘
‘ in inches 2 ‘ 3-6 ‘
060 C&DL2- | E-gravity | E-gravity
pressure

1The treatment component performance levels correspond with those established for treatment compenémspnaduct testing
requirements in WAC 24872A-0110.

(3) The coarsest textured soil within the vertical
separation selected by the designer shall—determine s the minimum
treatment level and method of distribution.
(4) The local health officer shall not approve designs for:
(a) Cesspools; or
(b) Seepage pits.
(5) The local health officer may approve a design for the
reserve area different from the design approv ed for the initial
OSS, if both designs meet the requirements of this chapter for

new construction.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8246 - 272A-
0230, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0232 Design requirements dSeptic tank s izing.

Septic tanks shall—must :

(1) Have at least two compartments with the first

compartment liquid volume equal to one - half to two - thirds of the
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total liquid volume. This standard may be met by one tank with

two compartments or by two single compartment tanks in series.

(2) Have the following minimum liquid volumes:

(a) For a single —- family residence use Table VII, Required

Minimum Liquid Volumes of Septic Tanks:

TABLE VII

Required Minimum Liquid Volumes of Septic Tanks

Required Minimum
Liquid Tank Volume in

Number of Bedrooms Gallons
34 91000
4 1000
Each additional bedroom 250

(b) For OSS treating sewage from a residential source,

other than one single - family residence, two hundred fifty
gallons per bedroom with a minimum of one thousand gallons;
(c) For OSS treating sewage from a nonresidential source,
three times the design flow.
(3) Be in compliance with chapter 246 -272C WAC. 3)Bein—
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,§  246- 272A-

0232, filed 7/18/05, effective 7/1/07.]

NEW SECTION
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WAC 246- 272A- 0233 Design requirements - Pump chambers.

(1) All pump chambers, except pump basins, must be designed to

meet the following requirements

(a) Have a minimum volume of one thousand gallons;

(b) Provide an internal volume to account for the design

flow, full - time pump submergence, space for sludge accumulation

below the pump inlet and emergency storage volume of at least

seventy - five percent ofthed esign flow;

(c) Follow any applicable department standards and

guidanee—DS&G or proprietary product design manual f or all OSS

component included in the pump chamber ; and

(d) Be in compliance with chapter 246 - 272C WAC.

(2) For the purposes of subseetion{3)yef——this section,

Apump basin 0 means a watertight receptacle that contains a pump

to convey sewage from a limited use area that is separate from

the main wastewater sewer pipe leaving a structure, to the main

treatment component of an onsite-sewage-system——OSS typically

much smaller than a pump chamber and separate from the main

sewer pipe due to elevation restrictions. Pump ba sins are

intended for limited, specialized uses, and not intended as a
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replacement or substitute for a pump chamber

Pump basins must

be in

complian ce with WWAChapter

246-272C WAC

WAC 246- 272A- 0234 Design requirements

components.

(1) All

a subsurface dripline product,

the following requirements:

(a) Maximum hydraulic loading rates

rates——described in Table VIII;

dSoil dispersal

soil dispersal components, except one using

shall—must be designed to meet

TABLE VIl

Maximum Hydraulic Loading Rate

Column A

Column B

Loading Rate for
Residential Septic

Loading Rate for
Residential Effluent

Meeting Treatment
Level C& DL3 or

Tank Effluent

Higher Effluent

Using Gravity or Quality
Soil Textural Pressure Using Pressure
Classification Distribution Distribution
Soil Type Description gal./sq. ft./day gal./sq. ft./day
1 Gravelly and very 1.0 1.2
gravelly coarse
sands, all
extremely gravelly
soils excluding
those withsoll
types 5 & 6as the
non-gravel portion
, all soil types with
greater than or
equal to 90% rock
fragments.
2 Coarse sands. 1.0 1.2
3 Medium sands, 0.8 1.0
loamy coarse
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Soil Type

Soil Textural
Classification
Description

sands, loamy
medium sands.

Column A

Loading Rate for
Residential Septic

Column B

Loading Rate for
Residential Effluent

Meeting Treatment
Level C& DL3 or

Tank Effluent
Using Gravity or
Pressure
Distribution
gal./sq. ft./day

Higher Effluent
Quality
Using Pressure
Distribution

gal./sq. ft./day

Fine sands, loamy
fine sands, sandy
loams, loams.

Very fine sands,
loamy very fine
sands; or silt
loams, sandy clay
loams, clay loams
and silty clay
loams with a
moderate structure
or strong structure
(excluding a platy
structure).

0.6

0.4

o
a
»

Other silt loams,
sandy clay loams,
clay loams, silty
clay loams.

Sandy clay, clay,
silty clay and
strongly cemented
firm soils, soil with
a moderate or
strong platy
structure, any soil
with a massive
structure, any soil
with appreciable
amounts of

expanding clays.

0.2

NotUnsuitable

(b) Calculation of the absorption area is based

(i) The design flow in WAC 246

Unsuitable

on:

- 272A- 0230(2); and

(i) Loading rates equal to or less than those in Table

VIl applied to the infiltrative surface of the soil dispersal
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component or the finest textured soil within the vertical
separation selected by the designer, whichever has the finest
texture.

(c) Requ irements for the method of distribution shall—must

correspond to those in Table VI.

(d) Soil dispersal components having daily design flow
between one thousand and three thousand five hundred gallons of
sewage per day shall—must :

(i) Only be located in soil types 1 -5;

(ii) Only be located on slopes of less than thirty percent,
or seventeen degrees; and

(iif) Have pressure distribution including time dosing.

(2) The local health officer may allow the loading rates in

Table VI in this section . Loading rates identified in Column B

must not be combined with any dispersal component size

reduc tions.

(2) All soil dispersal components using a subsurface
dripline product must be designed to meet the following

requirements:
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(a) Caleulationeft——+The absorption area calculation IS

based on:
(i) The design flow in WAC 246 - 272A- 0230(2); and
(if) Loading rates th-at-are——dependent on the soil type,

other soil and site characteristics, and the spacing of dripline

and emitters;

(b) Fhe-dripline-mustbeinstalleda——————A minimum installation

of six inches into original, undisturbed soil;
(c) Timed dosing; and

(d) Seildispersal-components-having——dDaily design flows

greater than one thousand gallons of sewage per day — Ay
(i) ©Onlybel—Located only insoiltypes1 _~through 5;
(i) Only-bel—I| ocated only on slopes of less than thirty

percent, or seventeen degrees.

(3) All SSAS shall—must meet the following requirements:

(a) The infiltrative surface may not be deeper than three
feet below the finished grade, except under special conditions
approved by the local health officer. Th e depth of such system

shall—must not exceed ten feet from the finished grade;
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(b) A minimum of six inches of sidewall must be located in

origiralundisturbed——suitab le  soil;

(c) Beds are only designed in soil types 1, 2, 3 orin fine

sands with a width not exceeding ten feet +. —CGavity beds must

have a minimum of one lateral for every 3 feet in width ;

(d) Individual laterals greater than one hundred feet in
length must use pressure distribution;
(e) A layer of between six and twenty - four inches of cover

material; and

(f) Other features shall—must conform with the " On- site
Wastewater Treatment Systems Manual ," United States
Environmental Protection Agency EPA - 625/R - 00/008 February 2002

avatable uponrequestto-the departmenty——— except where modified

by, or in conflict with this section or local regulations——rules .
(4) Fer—SSAS with drainrock and distribution pi pe must meet

the following requirements

(&) A minimum of two inches of drainrock is+egquired———above
the distribution pipe;

(b) A minimum of six inches of drainrock below the

distribution pipe; and
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(bc) Location of Ft he sidewall below the invert of the

distribution pipe sleeated——in original undisturbed soil.
(5) The local health officer may allow the infiltrative
surface area in a SSAS to include six inches of the SSAS
sidewall height when meeting the required absorp tion area where
total recharge by annual precipitation and irrigation is less
than twelve inches per year.
(6) The local health officer may permit systems—OSS

consisting solely—of a—septictank s and a gravity SSAS in soll

type 1 if all the following criter ia are met:

(a) The  system—OSS serves a single - family residence;

(b) The lot size is greaterthan———two and one - halfacres  or
larger ;

(c) Annual precipitation in the region is less than twenty -
five inches per year —otecopbed b Mo e S el 0
inspectionat-Washington-state-librales)}——— from a reputable

source approved by the local health officer ;
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(d) The system—OSSisloc ated outside the twelve counties
bordering Puget Sound; and

(e) The geologic conditions beneath the dispersal component
must satisfy the minimum unsaturated depth requirements to

groundwater as determined by the local health officer. The

method for determi nation is described by " Desigh-Guideline——DS for
Gravity Systems in Soil Type 1 " (available-uponrequesttothe —
department)—, 2022 .

(7) Thelocalhealth off : he loadi
: bl : : : | I
: 1oy | LG it I I
level D | | Thi et I
bined wit I : luctions.
{8}ay—Both —Ft he primary and reserve areas must be sized to-
at least one hundred percent of the approved loading rates

listed-inTFable Vi H———  —The local health officer may r equire the

sizing of the reserve area using the loading rate in Table VIII

Column A when sizing th e primary area using Column B bl —

VAH—.
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I s tributi ith timed osing i 1
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-
0234, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0238 Design requirements OFacilitate

operation, monitoring and maintenance. (1) The OSS must be
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designed to facilitate routine  operation, monitoring and

maintenance according to the following criteria:

(a) For gravity systems-0SS-:

| ) septie—Sewage tank access for maintenance and

inspection at finished grade is r equired.  Heffluentfiters———

The local health officer may allow access for maintenance and
inspection of a system-consisting-ofaseptic———sewage tank and
gravity-flow- SSAS———to be a maximum of six inches below finished

grade provided a marker showing the location of the tank access
is installed at finished grade.

(i) Each SSAS lateral must include at least one

observation port installed in a representative location in order

to facilitate SSAS m onitoring;

(b) For all other systems—0S§ service access and monitoring
ports at finished grade are required for all system components.
Specific component requirements include:

(i) Septic tanks must have service access maintenance holes

(formerly manholes ) and monitoring ports for the inlet and
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(ii) Surge, flow equalization or other sewage t anks must

have service access manheles—maintenance holes :

(iif) Other pretreatment units {such as aerobic treatment
units and packed - bed filters ¥ must have service access

manheles—maintenance holes and monitoring ports;

(iv) Pump chambers, tanks and vaults m ust have service

access manheoles—-maintenance holes :

(v) Disinfection units must have service access and be

installed to facilitate complete maintenance and cleaning

including an easy - access, freefall sampling port ; and

(vi) Soil dispersal components , excluding subsurface drip,

shal—must have monitoring ports for both distribution devices

and the infiltrative surface.
(c) For systems using pumps, clearly accessible controls
and warning devices are required including:
(i) Process controls su ch as float and pressure activated

pump on/off switches, pump - run timers and process flow controls;
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(if) Diagnostic tools including dose cycle counters and
hour meters on the sewage stream, or flow meters on either the
water supply or sewage stream; and

(i i) Audible and visual alarms designed to alert a
resident of a malfunction. The alarm must be placed on a circuit
independent of the pump circuit.

(2) All accesses must be designed to allow for monitoring
and maintenance and shall be secured to minimize i njury or
unauthorized access in a manner approved by the local health

officer.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-
0238, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0240 Holding tank sewage systems. DA
person may not ins tall or use holding tank sewage systems for
residential development or expansion of residences, whether
seasonal or year - round, except as set forth under subsection (2)
of this section.

(2) The local health officer may approve installation of

holding tank sewage systems only:
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(a) For permanent uses limited to controlled, part - time,
commercial usage situations, such as recreational vehicle parks
and trailer dump stations;

(b) For interim uses limited to handling of emergency
situations; or

(c) For repairs as permitted under WAC 246 - 272A- 0280
@ ed)().

(3) A person proposing to use a holding tank sewage system

shall:

(a) Follow design criteria established by the department;

(b) Submit a management program to the local health officer
assuring ongoing operatio n, monitoring and maintenance before

the local health officer issues the installation permit; and

(c) Use a holding tank reviewed and approved by the

department.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8246 - 272A-
0240, filed 7/18/05, effective 7/1/07.]
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WAC 246- 272A- 0250 Installation. (1) Only installers may
construct OSS, except as noted under subsection (2) of this
section.
(2) The local health officer may allow the resident owner
of a single - family residence —potadipcenHeamarne——<sheralne—
to install the OSS for that single - family  residence—residence

except when:

(a) The primary and reserve areas are within 200 feet of

marine water;

(b) The primary and reserve areas are within 100 feet of

surface  water; or

(c) The installation permit meets Table IX  standards

(3) The installer described by either subsection (1) or (2)
of this section shall:

(a) Follow the approved design;

(b) Have the approved design in possession during

installation;

WAC (6/01/2022 11:46 AM) [ 139 ] NOT FOR FILING



(c) Make no changes to the appr oved design without the
prior authorization of the designer and the local health
officer;

(d) Only install septic—\-sewage tanks ;pump-chambers,and——

heldingtanks—— approved by the department consistent with chap ter

246- 272C WAG

(e) Be on the site at all times during the excavation and
construction of the OSS;

(f) Install the OSS to be watertight, except for the soill
dispersal component;

(g) Cover the installation only after the local health
officer has given approval to cover; and

(h) Back fill with six t o twenty - four inches of cover
material and grade the site to prevent surface water from

accumulating over any component of the OSS.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8246 - 272A-
0250, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0260 | nspection. (1) For all activities

requiring a permit, the local health officer shall:
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(a) Visit the OSS site during the site evaluation,

construction, or final construction inspection;
(b) Either inspect the OSS before cover or allow the

designer of the O SS to perform the inspection before cover if

the designer is not also named as installer of the system —and
(c) Keep the record drawings on file, with the approved

design documents.

(2) )—FPrior to any inspection, the local health officer

or inspector authorized by the local health officer shall

coordinate and obtain authorization from the OSS owner. In cases

when an OSS owner did not authorize access, the local health

officer may follow the administrative search warrant procedures

in RCW 70A. 105.030 to gain access

(3) For any OSS located on a single property serving one

dwelling unit on the same property, the local health officer

shall not require a property owner to grant inspection and

maintenance easements as a condition of permit issuanc e.

(4 2) During t he final construction inspection, the local

health officer or the designer of the OSS must confirm the OSS

meets the approved design.
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(5) Al inspections that satisfy the OSS owner 0s

responsibility as required in WAC 246 - 272A-0270( 1)(e) or

property transfer inspection as required in WAC 246 - 272A-

0270( 1)(k) mustinclude , ata minimum:

(@)1 nspect ion and evaluation of:

() T he status of all sewage tanks including baffles,

effluent filters, tank contents such as {water level, scum,

sludge, and solids }, and water tightness, and general structural

condition s;

(i ) The status of all lids, accesses, and risers;

(ii)) The OSS and reserve area for any indicators of 0SS

failure or conditions that may impact system function, operation

orrep air; and

(iv) Any other compone nts such as distribution boxes ;

(b) Ar eview of the record drawing and related documents,

if they exist, including previous reports to confrm thesyste m

is operating as designed; and

(c) A n evaluation of any proprietary prod ucts following the

procedures  of the accepted operations and maintenance manual

associated with those products.
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(6 ) Evidence of an OSS property transfer inspection as

required in WAC 246 - 272A- 0270(1) (k) must be provided to the
local health jurisdiction on a form approved by the local health
officer , including at a minimum:
(@) A Il applicable information f rom subsection (5 ) of this
section

(b) T he address of the property served by the OSS,;

(c) The date of the inspection;

(d) T he permitted type and design flow for known OSS; and

(e) V erifica tion that the record drawing is accurate, if it

exists, or an OSS site plan showing the location of a I

system co mponents relative to structures and prominent site

features.

(7) A local health jurisdiction may require an additional

inspection report, or additional information, for an inspection

required under WAC 246- 272A- 0270 (1). The person responsible for

the final construction inspection shall assure the OSS meets the

approved design.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8246 - 272A-
0260, filed 7/18/05, effective 7/1/07.]
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WAC 246- 272A- 0265 Record drawings. Upon completion of the

new co nstruction, alteration or repair of the OSS, the OSS owner
shall  submit a complete and detailed record drawing shaltbe
submitted——to beth—the local health officer erdre-CE S owne——

that includes at a minimum the following:

(1) Measurements and directions accurate to +/ - 1/2 foot,
unless otherwise determined by the local health officer, to-
assure—so that  the following parts of the OSS can be easily
located:

(a) All sewage tank openings requiring access;

(b) The ends, and all ¢ hanges in direction, of installed
and found buried pipes and electrical cables that are part of
the OSS; and

(c) Any other OSS component which, in the judgment of the
local  health officer or the designer, must be accessed for
observation, maintenance, or o peration;

(2) Location and dimensions of the reserve area;

(3) Record that materials and equipment meet the

specifications contained in the design;
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(4) Initial settings of electrical or mechanical devices
that must be known to operate the system in the man ner intended
by the designer or installer; and
(5) For proprietary products, manufacturer's standard
product literature, including performance specifications and
maintenance recommendations needed for operation, monitoring,

maintenance or repair of the OSS.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-
0265, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0270 Operation, monitoring, and maintenance o}
Owner responsibilities. (1) The OSS owner is responsible for

operating, monitoring, and maintaining the OSS to minimize the

risk of failure, and to accomplish this purpose,  shall:

(@) Request assistance from the local health officer upon

occurrence of a system failure or suspected system

failure,
(b) Obtain approval from the local health officer before o
(1) +Repairing, altering or expanding an OSS as required by

WAC 246- 272A- 0200; or

WAC (6/01/2022 11:46 AM) [ 145 ] NOT FOR FILING



(i) Before Bbeginning the use of any newly constructed

OSS;

(bc) Secure and renew contracts for periodic maintenance
where-if  required by the local health jurisdiction;
(ed) Obtain and renew operation permits if required by the
local health jurisdiction;
(de) Assure-acompleteevaluation-ofthe-systemcomponents———

Obtain an inspection, as required in WAC 246 - 272A- 0260(5), by a

maintenance service provider authorized by the local health

officer + of all OSS and/er— property to determine functionality,

maintenance needs and compliance with this chapter and local

rules , and any permits:

(i) At least once every three years , unless more frequent
inspections are specified by the local health officer , for all
systems—OSS consisting solely of a septic—sewage tank and gravity
SSAS;

(i) Annually for all other systems—OSS unless more frequent

inspections are specified by the local health officer;
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(i) Submit the results of the inspection tothe local

health  department—jurisdiction , using a form approved by the
local health officer and in compliance with WAC 246 - 272A-
0260(5) .

(ef ) Employ an approved pumper to remove the septage from
the tank when the level of solids and scum indicates that
removal is necessary;

(¥0) Provide ongoing maintenance a nd complete any needed

repairs to promptly return the system-OSS to a proper operating
condition;

(gh) Protect the OSS area and the reserve area from:

(i) Cover by structures or impervious material;

(i) Surface drainage, and direct drains, such as footing
or roof drains. The drainage must be directed away from the area
where the OSS is located;

(i) Soil compaction .+ ¥For example by vehicular traffic
or livestock; and

(iv) Damage by soil removal and grade alteration;

(h) Keep the flow of sewage to the OSS at or below the

approved operating capacity and sewage quality;
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(i) Operate and maintain systems—0OSS-as directed by the

local health officer;

: . | L] hoffi
occurrence of a system failure or suspected system failwre, ————————and
(k] ) At the time of property transfer

(i ) sp—Provide to the buyer, all available OSS maintenance

andre pair records +H——avallable,—— in addition to the completed
seller disclosure statement in accordance with chapter 64.06 RCW
for residential real property transfers

(i) Beginning  September 1, 2025, obtain an inspection, as

required in WAC 246 - 272A- 0260 (5) , by a third - party inspector

authorized by the local health officer. The local health officer

may:

(A) Remove the requirement for an inspection at the time of

property transfer if the local health jurisdiction has evidence

that the OSS is in compliance with WAC 246 - 272A- 0270(1)(e) and

the OSS was inspected by a third - party inspector authorized by

the local health officer;

(B)Verify the results of the property inspection for

compliance with WAC 246 - 272A-0260; and
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(C)Require additional inspections and other requirements

not listed in WAC 246 -272A-0260;

(i) Beginning September 1, 2025, obtain an inspection of

proprietary treatment products per the product manufacturer

recommendations , as required in WAC 246 - 272A- 0260, by a third -

party inspector authorized by the local health officer. The

local health officer may:

(A) Remove the requirement for an inspection at the time of

property transfer if the local health jurisdiction has evidence
that the OSS is in compliance with WAC 246 - 272A- 0270(1)(e) and
the OSS was inspected by a third - party inspector authorized by

the local health officer;

(B)Verify the results of the property inspection for
compliance with WAC 246 - 272A-0260; and

(C)Requir e additional inspections and other requirements
not listed in WAC 246 - 272A- 0260; and

(iv)  Submit the results of the inspection, and any

additional information or reports required by the local health

officer, to the local health department—jurisdiction , usinga n

inspection report form approved by the local health officer . The
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local health officer may require a compliance schedule for

repair of a failure discovered during the property transfer

inspection. :

(2) A Pperson s shall—may not:
(a) Use or introduce strong bases, acids or chlorinated
organic solvents into an OSS for the purpose of system cleaning;
(b) Usea n sewagesystem—OSS additive unless it is
specifically approved by the department; or-
(c) Use an OSS to dispose of waste components atypical of

sewage from a residential source ; or

(d ) Use any remediation process or activity unless itis

approved by the local health officer and is in

acecordance—compliance  with WAC 246 - 272A- 0278.

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-
0270, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0275 Operation, monitoring, and mainten ance o
Food service establishments. The local health officer shall
require annual inspections of OSS serving food service

establishments and may require pumping as needed.
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[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-
0275, filed 7/18/05, effective 7/1/07.]

NEW SECTION

WAC 246- 272A- 0278 Remediation

(1) The local health officer -

may establish a program s and requirements for reviewing and

approving remediation activities B e L

BS&G

( 2) Remediation must not:

(a) Result in damage to the OSS;

(b) Result in insufficient soil treatment in the zone

between the soil dispersal component and the highest seasonal

water table, restrictive layer, or soil type seven; or

(c) Disturb the soil in or below the soil dispersal

component if the vertical separation requirements of WAC 246 -

272A- 0230 are not met.

WAC 246- 272A- 0280 Repair of failures. {1y When an OSS
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n : reasible-and
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B v with-all local and : ioulated
onthepermit—— (1) When thereis an OSS failure  , th elocal

health officer shall:
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(a)Allowa n OSS to be repaired using the least costly

alternative that meets standards and is likely to provide

comparable or better long - term sewage treatment and effluent

dispersal outcomes :

(b) Permit an OSS that meets the requirements of Table X in

WAC 246- 272A- 0280 only if the OSS has failed and the following

are not feasible:

(1) Installation of a conforming OSS or component ; or

(i) Connection to either an approved LOSS or a public

Sewer,

(c) Identify repair permits meeting the requirements of

Table X in this section for the purpose of tracking future

performance.

( d) Give first priority to allowing repair and second

priority to allowing replacement of an existing conventional

OSS consisting of a septic tank and drainfield, with a similar

conventional 0SS

(e)Evaluate all unpermitted sewage discharges to determine

if they pose a public health threat. If determined to be a
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public health threat the local health officer shall require a

compliance schedule;

(f ) Report failures within two hundred  feet of shellfish

growing areas to the Shellfish Growing Areas section o f the

department; and

( g) Not impose or allow the imposition of more stringent

performance requirements of equivalent OSS on private entities

than public entities ;

(2) The local health officer may:

(&) Require a compliance schedule for failures di scovered

during property transfer inspections ;

(b) Allow a repair of a failure using ASTM C - 33 sand or

coarser as fill to prevent direct discharge of treated effluent

to groundwater, surface water, or upon the s urface of the ground

if the vertical separation is less than twelve inches.

(3) The OSS owner shall notify the local health officer

when there is a failure and in dicate  which methods will be used

to address the failure in accordance with Table IX:
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(a) The owner may use option D only if the local health

officer determines options A through C are not feasiblea  nd may
use options E or F only if options A through D are not feasible
(b) For options A through F, the owner shall develop and

submitinforma  tion and obtain a permit as required under WAC

246 - 272A- 0200 prior to any repair or replacement of an OSS on

the property served or a nearby property if the owner obtains an

appropriate writing, including but not limited to an easement,

covenant, contract, or other legal document authorizing access
for construction, operation , Mmaintenance, and repair;
(c) If options A through F are not feasible , the owner

shall discontinue use of the OSS, abandon the OSS according to

the requirements in WAC 246 - 272A- 0300, a nd cease all sewage
generating activities on the property.
Table 1X

Options and Methods to Address an OSS Failure

Options Method

A Repair or replace the OSS, with a similar OSS, if the OSS provides comparable or betemiong
sewage treatment and effluent dispersal outcomes where:

1. The effluent treatment and soil dispersal component to be repaired or replac

not closer to anywsface water, well, or spring than the minimum separation distance

required in Table IV of WAC 24272A-0210(1);

2. The soil dispersal component to be repaired or replaced complies with the
treatment level and dispersal method requirements of Talkdé WIAC 246-272G023Q
3. The local health officer has a permit or record of the OSS on file; and
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4. The repair or replacement will not result in an OSS that meets the definition
failure.
B Repair or replace the OSS with an OSS in compliance with new comstreeijuirements under
this chapter
C Connect the residence or facility to a:
1. Publicly owned LOSS;
2. Privately owned LOSS where it is deemed economically feasible; or
3. Public sewer.
D Repair or replace the OSS in conformance with Table X irs#tgon.
E Use a holding tank;
F Obtain a National Pollution Discharge Elimination System or state discharge permit from the
Washington state Department of Ecology issued to a public entity or jointly to a public entity d
OSS owner only when thedal health officer determines:
1. An OSS is not feasible; and
2. The only realistic method of final dispersal of treated effluent is discharge to
surface of the land or into surface water.
(4) When there is an OSS failure , the OSS designer
shall:
(a) Evaluate the causes of failure prior to designing the
repair  or replacement of the OSS; and

(b) Prevent the direct discharge of sewage or treated

effluent to groundwater, surface water, or upon the surface of

the ground; and

(c) Meet the horizontal sep arations under WAC 246 - 272A-

0210(1) to public drinking water sources; and

(d) Protect all  drinking water sources, shellfish

harvesting areas, and water recreation facilities designated for

swimming in natural waters ; and

(e) Minimize nitrogen discharge i n areas where nitrogen has

been identified as a contaminant of concern in the local
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management plan under WAC 246 - 272A- 0014 or WAC 246 - 272A- 0016;

and

(f) Minimize impact of phosphorus discharge in areas where

the local health officer has identified phospho rus as a

contaminant of concern in the local management plan under WAC

246- 272A- 0015; and

(g) Locate and design repairs meeting the requirements of

Table X in this section if the effluent treatment and soil

dispersal component to be repaired or replaced is closer to any

surface water, well, or spring than prescribed by the minimum

separation required in Table IV of WAC 246 - 272A- 0210(1);

(h) Design any noncon forming OSS using pressure

distribution with timed dosing in the soil dispersal component;

and

(i) Not use disinfection to achieve fecal coliform or E.
Coli  requirements of Table X in this section to meet:

(i) Treatment levels DL1 or DL2 with less than eig hteen

inches of vertical separation; or

(ii) Treatment levels DL1 or DL2 in type 1 soils; or

(ii)) Treatment level DL3; and
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() Meet all  other design requirements of this chapter to

the maximum extent permitted by the site, to maximize the:

(i) Vertical se paration; and

(ii) Distance from a well or spring; and

(ii)) Distance to surface water.

TABLE X

Treatment Component Performance Levels for Repair of OSS Not Meeting

Vertical and Horizontal Separations 1
HorizontalSeparatioh
Vertical < 30 feet 30 < 50 feet 50 < 100 feékt 0100 fe
i

Separation Soil Type Soil Type Soil Type Soil Type
(ninches) | 1 | 2 |36 1 2 |3 1 2 36 1 2 | 36
<12 A& | A& A& | A& A& A& A& | A& | A& | B& | B& B&

DL1 DL1 DL1 | DL1 | DL1 DL1 DL1 DL1 | DL1 | DL2 | DL2 | DL2
O 12 < A& A& A& A& B& B& A& B& B&

DL1 DL1 | DL1 | DL1 | DL2 | DL2 DL1 | DL2 | DL2
O 18 < A& | A& A& A& B& B& A& B& B& Conforming

DL1 DL1 | DL1 | DL1 | DL2 | DL2 DL1 DL2 | DL2
O 24 < A& B& B& B& B& B& B& B& C& 0SS

DL1 DL2 | DL2 | DL2 | DL2 | DL2 DL2 | DL2 | DL3
O 36 A& B& | B& B& C& C& B& | C& C&

DL1 DL2 | DL2 | DL2 | DL3 | DL3 DL2 DL3 | DL3

The treatment component performance levels correspond with those established for treatment components under the pnogiuo perf
testing requirements in Table 8f WAC 246272A-0110.

2The horizontal separation indicated in Table X is the distance between the soil dispersal component and the surfadie avateringelf
the soil dispersal component is-ggmdient of a surface water, well, or spring to belwsea potable water source, or beach where shellfis
are harvested, the next higher treatment level shall apply unless treatment level A is already required.

30n a site where there is a horizontal setback of I feet between an OSS dispersal compbaerd an individual water well, individual
spring, nonmarine surface water or surface water that is not a public water source and a vertical separation of dvesliey ihelmes, a
conforming OSS that complies with WAC 2282A-0210(4) shall be instigld if feasible.
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[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-
0280, filed 7/18/05, effective 7/1/07.]

NEW SECTION

WAC 246- 272A- 0282 Minor repair of malfunction  s.

a—H—The local health officer:

(1) Shall require the minor repair of a malfunction to a

functioning state ;

(2) May require a permit for a minor repair of a

malfunction : and

(3) May require the OSS owner to submit information regarding

minor repairs of a malfunction

WAC 246- 272A- 0290 Expansions. (1) The local health

officer shall require an OSS and a reserve area in full

compliance with the new system—construction standards specified
in this chapter for an OSS expansion —eofaresidence-orother—
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(2) A local health officer may allow expansion of an

existing on-site-sewage-system-adiacentto——OSS within 200 hundr ed

feet of a marine shoreline that does not meet the minimum
horizontal separation between the soil dispersal component and
the ordinary high - water mark required by WAC 246 - 272A- 0210,
Table IV, provided that:
(a) The  system-OSS meets all requirements of WAC 246 - 272A-
0230, 246 - 272A-0232,246 -272A-0234,and 246 - 272A-0238;
(b) The  system-OSS complies with all other requirements of
WAC 246- 272A- 0210 and this section;
(c) Horizontal separation between the soil dispersal
component and the ordinary high - water mark is fifty feet or
greater; and

(d) Vertical separation is two feet or greater.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-
0290, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0300 Abandonment. Persons permanently
abandoninga  septic—sewage tank, seepage pit, cesspool, or other

sewage container shall:
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(1) Have the septage removed by an approved pumper; and

(2) Performone  of the following

(@) Remove and dispose of sewage tanks and other co mponents
in @ manner approved by the local health officer ; or

( b) Leave the sewage tanks and components in place. Remove
or destroy the lid + if possible and

33—t ill the void with soil orgravel —; and

( 3) Grade the site to the surroundings

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-
0300, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0310 Septage management. (1) The local
health officer shall approve anhdividual——a person  before they
may remove septage from an OSS.

(2) Persons removing septage from an OSS shall:

(a) Transport septage or sewage only in vehicles clearly
identified with the name of the business and approved by the
local health officer;

(b) Record and report septage removal as required by the

local health officer; and
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(c) Dispose of septage, or apply septage biosolids to land

only in a manner consistent with applicable laws.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8246 -272A-
0310, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0320 Developments, subdivisions, and minimum

land area requirements. (1) A person proposing a subdivision

WAC (6/01/2022 11:46 AM) [ 167 ] NOT FOR FILING



- | )

WAC (6/01/2022 11:46 AM) [ 168 ] NOT FOR FILING



Type-of 1 2 3 4 5 6
WatorSupphy
Rublie 0
S-acré
tndivid- 1
dak-opeachlet  -D-aere 1 1 1 2 2
2 | aere acre acre acres acres
S-acred
1See WAG248272A-0234(6).
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P) Esti - lnading. .
- and cust ;
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hie soction. Site devel . e reduced e

he i and : blichod

state-ahdlocalcodes———— (1) Prior to approving any development

the local health officer shall:

(a) Require site evaluations under WAC 246 - 272A- 0220;
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(b)

Require i

nformation consisting of field data, plans,

and reports supporting a conclusion

that

the proposed

land area

is sufficient to:

(i) Install conforming OSS,;

(i) Preserve reserve areas for pr

oposed and existing OSS;

and

(iii) Properly treat a

nd dispose of the sewage;

(c) Require information demonstrating that the proposed

development will m inimize  adverse public health effects from the
accumulation of contaminants in ground —water and surface water.
(d) Determin e the minimum land area required for the
development using Table X | in this section , or the alternative
methodology in Table XI | of this section. The local health
officer may require larger lot sizes ;
TABLE XI
Minimum Land Area Requirement For Each
Single - Family Residence or Unit Volume of Sewage
| Soil Type (defined by WAC 246272A-0220)
1 2 3 4 5 6
Type of Public 22,000 sq.
Water ft. 13,000 sq. | 16,000 sg. 19,000 21,000 | 23,000 sq.
Supply m ft. ft. sg. ft. s(q. ft. ft.
‘ Nonpublic ‘
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1.0 acre 1.0 acre 1.0 acre 1.0acre @ 2.0 acres| 2.0 acres
2.5 acres
Minimum Usable Land Area | 2,000 sq. ft.| 2,000sq. ft. |2,500sqg. |3,333sg. 5,000sg. |10,000sq.
1 0SS consisting of only sewatgmnks and gravity SSAS must have a
minimum land area of 2.5 acres pAC 246272A-0234(6).
Table XI |
Maximum Allowable Total Nitrogen (TN) Load
Per Day by Type of Wa ter Supply, Soil Type, and Land Area 1
Water Maximum Soil Type 2
Supply Daily TN 1 2 3 4 5 6
Type Load
Public mg per sq.
ft. 3.7 6.3 5.1 4.3 3.9 3.6
Ib per acre 0.36 0.60 0.49 0.41 0.37 0.34
Nonpublic | mg per sg.
ft. 1.9 1.9 1.9 1.9 0.9 0.9
Ib per acre
0.18 0.18 0.18 0.18 0.09 0.09

! Based or60 mg/L TN and 360 gal/day OSS effluent.
2 As defined in Table V, WAC 24@72A-0220

(e) Require

that—all proposals that do not meet the minimum

land area requirements in Table X | in this section

fo

demonstrate  that—the proposed development:

(i) Minimizes adverse

impacts to public health, surface

water, or groundwater quality;

(i) Demonstrates appropriate consideration to:

(A) Topography, geology, and ground cover;

(B) Clima  ctic conditions;
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(C) Availability of public sewers; and

(D) Presen tand anticipated land use and growth patterns;

(i) Is in compliance with current planning and zoning

requirements;

(iv) Does not exceed the nitrogen limit per land area as

identified in Table Xl | of this section :and

(v) Does not allow new lots smal ler than thirteen thousand

square feet if served by nonpublic water supplies ;

(f) Require minimum land area of thirteen thousand square

feet or larger except when a person proposes:

(1) OSS within the boundaries of a recognized sewer utility

havinga finalized assessment roll; or

(ii ) A planned unit development with a signed, notarized,

and recorded deed covenant restricting any development of lots

or parcels above the approved density with the overall density

meeting the minimum land area requirements of ( d)or( e)ofthis

sub section in perpetuity or until the OSS is no longer needed as

identified in WAC 246 - 272A- 0200(6 ) ;
(g) Require that d evelopments other than single - family
residences:
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O
(2]

(1) Meet the minimum land areas required for each unit

volume of sewage;

(ii ) Do n ot exceed 3.35 unit volumes of sewage per day per

acre if served by public water supplies; and

(i ) Do n ot exceed 1.0 unit volume of sewage per day per

ac re for nonpublic water supplies; and
(h) Require that t he use of a reduced - sized dispersal
component does not result in a reduction of the minimum land

area requirements established in this section.

(2) The local health officer shall require the following

prior to approving any subdivision:

(a) A recommendati on for approval as required by RCW

58.17.150;

(b) Information that subdivisions with nonpublic wells

have a water supply protection zone:

(i) Located:

(A) Entirely within the boundaries of a single lot; or

(B) On more than one lot when the person propos ing the

subdivision or development provides a copy of a recorded
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restrictive covenant to each property that is sited partially or

completely within the water supply protection zone.

(ii) Of at least one hundred foot radius for each existing

or proposed w ell site ;

( 3) The local health officer may:

(a) Require detailed site  plans and OSS designs prior to

final approval of subdivision proposals;

(b) Require larger land areas or lot sizes to achieve

public health protection;

(c) Prohibit development on individual lots within the

boundaries of an approved subdivision if the proposed OSS design

does not meetthe requirements of this chapter; and

(d) Permit the installation of an OSS, where the minimum

land area requirements or | ot sizes in Table X | of this section

or maximum total nitrogen in Table XI | of this section cannot be

met, only when the following criteria are met:

() The lot is registered as a legal lot of record created

prior to [ EFFECTIVE DATE];

(i) The lot is not within an area identified in the local

management plan developed under WAC 246 - 272A- 0015 where minimum
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land area is listed as a design parameter necessary for public

health protection; and

(i) The proposed OSS meets all requirements of this

chapter  without the use of a waiver under WAC 246 - 272A- 0420.

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-
0320, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0340  Certification———Approval  of installers,
pumpers, and maintenance service providers. (1) OSS installers )

and pumpers, and maintenance service providers mustshall  obtain

approval from the local health officer prior to providing

services , including but not limited to conducting inspections in

accordance with WAC 246 -272A- 0260 and WAC?246-272A-0270, within

a local health jurisdiction.

(2) The &kl ocal health officer mayshall establish —programs—

and-regquirementsfor——— procedures for approving  OSS installers,

pumpers and  maintenance service providers no later th an <
Effective Date >. These proc  edures must i nclud e, but are not
limited to , conducting inspections in accordance with WAC 246 -
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272A- 0260 and WAC 246- 272A- 0270. The local health officer may

approve OSS installers, pumpers, and maintenance service

providers through reciprocity by other Washington local health

jurisdictions.

(3) The local health officer may establish a homeowner OSS

inspection certification process

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8246 - 272A-
0340, filed 7/18/05, effective 7/1/07.]

WAC 246- 272A- 0400 Technical advisory committee-group (TAG).

(1) The department shall:

(a) Maintain a technical-advisory committee——group - TAG- to

advise the department regarding:
(i) OSS design and siting;
(ii) Public domain technologies . and recommended-department —

standards-and-guidance———DS&Gfor  thei—product use; and

(iii) Testing and design standards used for proprietary

product registration and recommended department  standards and

guidanee—DS&G for use of proprietary products.
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(b) Select members for the te chmical advisory committee — TAG

forthree - year terms with—that have technical or scientific

knowledge applicable to OSS from agencies, professions, and

organizations including:

(i) Local health departments—jur isdictions ;

(i) Engineering firms;

(i) The Washington department of ecology;

(iv) Land sales, development and building industries;
(v) Public sewer utilities;

(vi) On-sitesewage-syste——HOSS

(A)  —Design ers ; and

(B) #Install atienfirms——ers ;.

(C) Maintenance service providers ;

(D) Product manufacturers ;

(vii) Environmental organizations;
(viii) University £ and college academic communities;
(ix)  On site sewage system or related product

manufacturers—Certified Professional Soil Scientists :and

(x) Other interested organizations or groups.
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hTeedesarimenbrraybove sreoresenabivesn-the—
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8§ 246 - 272A-
0400, filed 7/18/05, effective 9/15/05.]

WAC 246- 272A- 0410 Policy adv isory  cemmittee—group . (1) The
department shall:

(a) Maintain a policy advisory committee—group to:

(i) Make recommendations concerning ~ OSS departmental policy
and regulations——rules

(i) Review OSS program services; and

(i) Provide input to the department regarding the on--site—

sewage-OSS program;

(b) Select members for three -yearterm s from agencies,

professions, organizations having knowledge and interest in OSS,

and groups which are affected by theregulations——this cha pter

and
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2) The d I : I i
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119, 8246 -272A-
0410, filed 7/18/05, effective 9/15/05.]

WAC 246- 272A- 0420 Waiver s—efs—tateregulations——— (1) The

local health officer may grant a waiver from specific
requirements of this chapter if:
(a) The waiver request is evaluated by the local health
officer on an individual, site - by - site basis;
(b) The local health officer determines that the waiver is
consistent with the standardsin-and-the-intent of - these

riles—purpose s of this chapter ;

(c) The local health officer submits quarterly reports to

the department regarding any waivers approved or denied; and
(d) Based on review of the quarterly reports, if the

department finds that the waivers previously granted have not

been consistent with the standardsin—and-the-inteptofthese—— M —

reles—purpose s of this chapter ,and  Department  Stand ards and

GuidanceDS&GT or Cgranting  Whaivers |, the department shall
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provide technical assistance to the local health officer to

correct the inconsistency, and may notify the local and state
boards of health of the department's concerns. If upon further
review of the guarterly reports, the department finds that the
inconsistency between the waivers granted and the state board of
health standards has not been corrected, the department may

suspend the authority of the local health officer to grant

waivers under this sect ion until such inconsistencies have been
corrected.
(2) The department shall develep—maintain and update

guidance to assist local health officers in the application of
waivers.

(3) The department s hall publish an annual report

summarizing the waivers issued overthe p  revious year.

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-
0420, filed 7/18/05, effective 9/15/05.]

WAC 246- 272A- 0425 Required rule—review ofrules . The
department shall review this chapter to evaluate the

effectiveness of the rules and determine areas where revisions
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may be necessary. Upon completing a review, Tt he department will—

provide-the results-oftheirreview-along-with-their———————————————shall make

recommendations to the state board of health and all local

health officers by September 20 0926 and every four years
thereafter.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 - 272A-

0425, filed 7/18/05, effective 9/15/05.]

WAC 246- 272A- 0430 Enforcemen t. (1) The department or the
local health officer:
(a) Shall enforce the rules of chapter 246 - 272A WAC; or

(b) May refer cases within their—the appropriate

jurisdiction to the local prosecutor's office or office of the
attorney general e
(2) When a person violates the provisions under this
chapter, the department, local health officer, local
prosecutor's office, or office of the attorney general may
initiate enforcement or disciplinary actions, or any other legal
proceeding authorized by law including, but not limited to, any

one or a combination of the following:
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(a) Informal administrative conferences, convened at the
request of the department or owner, to explore facts and resolve
problems;
(b) Orders directed to the owner and/or operator o f the OSS
and/or person causing or responsible for the violation of the
rules of chapter 246 - 272A WAC;
(c) Denial, suspension, modification, or revocation of
permits, approvals, registrations, or certification;
(d) The penalties under chapter 70.05 RCW and RCW
43.70.190; and
(e) Civil or criminal action.
(3) Orders authorized under this section include the
following:
(a) Orders requiring corrective measures necessary to
effect compliance with chapter 246 - 272A WAC which may include a
compliance schedule; and
(b) Orders to stop work and/-or refrain from using any OSS
or portion of the OSS or improvements to the OSS until all
permits, certifications, and approvals required by rule or

statute are obtained.
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(4) Enforcement orders issued under this section shall—must :

(a) Be in writing;
(b) Name the person or persons to whom the order is
directed;
(c) Briefly describe each action or inaction constituting a
violation of the rules of chapter 246 - 272A WAC, or applicable

local cederules ;

(d) Specify any required corrective action, if applicable;

(e) Specify the effective date of the order, with time or
times of compliance;

(f) Provide notice of the consequences of failure to comply
or repeated violation, as appropriate. Such notices may include
a statement that continued or repeated violation may subject the
violator to:

(i) Denial, suspension, or revoca tion of a permit approval,
or certification;

(ii) Referral to the office of the county prosecutor or
attorney general; and fo—

(iif) Other appropriate remedies.
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(9) Provide the name, business address, and phone number of

an appropriate staff person who may be contacted regarding an

order.

(5) Enforcement orders shall be personally served in the
manner of service of a summons in a civil action or in a manner
showing proof of receipt.

(6) The department shall have cause to deny the application
or reapplication for an operational permit or to revoke,
suspend, or modify a required operational permit of any person
who has:

(a) Failed or refused to comply with the provisions of
chapter 246 - 272A WAC, or any other statutory provision or rule
regulating the operation of an OSS; or

(b) Obtained or attempted to obtain a permit or any other
required certificate or approval by misrepresentation.

(7) For the purposes of subsection (6) of this section and
WAC 246- 272A- 0440, a person is defined to include:

(a) Applicant;

(b) Reapplicant;

(c) Permit holder; or
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(d) Any individual associated with (a), (b) or (c) of this
subsection including, but not limited to:

(i) Board members;

(i1) Officers;

(i) Managers;

(iv) Partners;

(v) Association members;

(vi) Agents; and

(vii) Third p ersons acting with the knowledge of such
persons.
[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-

0430, filed 7/18/05, effective 9/15/05.]

WAC 246- 272A- 0440 Notice of decision dAdjudicative
proceeding. () All local boards of health shall:

(a) Maintain an administrative appeals process to consider
procedural and technical conflicts arising from the

administration of local regulations; and

(b) Establish rules—regulations——rules  for conducting hearings

requested to contest a local health officer's actions.
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(2) The department shall provide notice of the department's
denial, suspension, modification or revocation of a permit,
certification, or approval consistent with RCW 43.70.115 ,
chapter 34.05 RCW, and chapter 246 - 10 WAC.
(3) A person contesting a departmental decision regarding a
permit, certificate, or approval may file a written request for
an adjudicative proceeding consistent with chapter 246 - 10 WAC.
(4) Department actions a re governed under the-
Administrative-Procedure-Act——chapter 34.05 RCW, RCW 43.70.115,

this chapter, and chapter 246 - 10 WAC.

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-
0440, filed 7/18/05, effective 9/15/05.]

WAC 246- 272A- 0450 Severabil ity. If any provision of this
chapter or its application to any person or circumstances is
held invalid, the remainder of this chapter, or the application
of the provision to other persons or circumstances shall not be

affected.

[Statutory Authority: RCW 43.20.050. WSR 05 -15-119,8246 -272A-
0450, filed 7/18/05, effective 9/15/05.]
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